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The business focus of TECNIMAN has always consisted, since the very beginning, of 
specialisation. With this criteria, the company has aimed at all times to achieve a 
deep knowledge of all of the products that it commercialises. The aim is to be able 
to advise clients and recommend the most appropriate product for their needs, at 
a competitive price and with immediate service.

As we are specialists in the products we commercialise, all of our resources are 
concentrated on a complete and significant stock.

TECNIMAN shares the knowledge that it has acquired over these 30 years of 
experience and makes it available to everyone.

TÉCNICA Y MANTENIMIENTO, S.A. (TECNIMAN), a company founded in the year 
1982, focuses its activity on the commercialisation of a wide variety of technical 
hoses, of medium and low pressure, that are manufactured for use in industry, 
agriculture and services. It also commercialises all accessories and additional items 
for said hoses. In addition, the company manufactures high pressure hydraulic 
metallic hoses.

This catalogue offers a very complete view of the products that TECNIMAN sells. It 
provides in depth technical information and therefore constitutes a good and useful 
tool for everyone that uses it in their day-to-day work.

TÉCniCa y manTenimienTo, S.a. (TeCniman)
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� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

13 23 10 100 AP13000013

16 26 10 100 AP13000016

19 32 10 100 AP13000019

25 39 10 50 AP13000025

cHaracteristics EPDM rubber hose manufactured in a continuous 
process, with exterior surface in blue colour, white 
interior and intertwined textile reinforcement of high 
tenacity.

applications Ideal hose for cleaning operations with hot water and 
moderate chemical products in industrial processes in 
general.

temperatures From -30○C to +120○C.

cleaning

ribbed - 6
� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

8 13 6 100 AC107008

10 16 6 100 AC107010

12 18 6 100 AC107012

15 21 6 100 AC107015

19 27 6 100 AC107019

25 33 6 50 AC107025

ribbed - 10
� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

6 13 10 100 AC108006

8 15 10 100 AC108008

10 17 10 100 AC108010

12 19 10 100 AC108012

15 23 10 100 AC108015

19 29 10 100 AC108019

25 34 10 50 AC108025

30 42 10 40 AC108030

ribbed 

cHaracteristics Black EPDM rubber hose manufactured in a 
continuous process, with smoother interior surface, 
ribbed exterior and intertwined textile reinforcement 
of high tenacity. Abrasion and weather resistant. 
Very light and flexible.
  

applications Ideal hose for conduits of water in a wide range of 
agricultural and industrial applications.

temperatures From -25○C to +100○C. 
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cHaracteristics Black SBR rubber hose constructed around a mandrel 
with intertwined textile reinforcement of high 
tenacity and steel spiral.

applications Ideal hose for suction and pumping of water, waste 
liquids and other inert solutions.

temperatures From -20○C to +70○C.

� Interior mm. � Exterior mm. Bar Pressure Empty mH2O Roll mts. Code

19 29 10 0,8 61 AP903019029

25 35 10 0,8 61 AP903025035

30 40 10 0,8 61 AP903030040

32 42 10 0,8 61 AP903032042

35 45 10 0,8 61 AP903035045

38 48 10 0,8 61 AP903038048

40 50 10 0,8 61 AP903040050

45 55 10 0,8 61 AP903045055

51 61 10 0,8 61 AP903051061

60 70 10 0,8 61 AP903060070

63 74 10 0,8 20/40 AP903063074

70 82 10 0,8 20/40 AP903070082

76 88 10 0,8 20/40 AP903076088

80 92 10 0,8 20/40 AP903080092

90 102 10 0,8 20/40 AP903090102

102 115 10 0,8 20/40 AP903102115

110 124 10 0,8 20/40 AP903110124

127 140 10 0,8 20/40 AP903127140

152 169 5 0,8 20 AP903152169

water suction 10 bar

� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

15 22 5 40 AP908015022

19 26 5 40 AP908019026

25 31 5 40 AP908025032

30 36 5 40 AP908030036

40 46 5 40 AP908040046

45 51 5 40 AP908045051

51 57 5 40 AP908051057

60 66 5 40 AP908060066

80 86 5 40 AP908080089

90 96 5 40 AP908090096

102 109 5 40 AP908102109

152 159 5 20 AP908152160

203 210 5 20 AP908203210

254 264 5 20 AP908254264

305 315 5 20 AP908305315

cHaracteristics Black SBR rubber hose constructed around a mandrel 
with intertwined textile reinforcement of high 
tenacity. Very light and can be rolled flat.
 

applications Ideal hose for pumping inert liquids at low pressure. 
Recommended for unloading bilge pumps and 
services.

temperatures From -20○C to +70○C.

water pumping 5 bar
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� Interior mm. Bar Pressure Roll mts. Code

15 5 50 AH028001519

19 5 50 AH028001925

25 5 50 AH028002532

30 5 50 AH028003038

cHaracteristics PVC hose manufactured through extrusion with 
black interior and yellow exterior and intertwined 
textile reinforcement of high tenacity.

applications Ideal hose for irrigation and spraying in general, 
gardening, construction and other domestic uses.

temperatures From -15○C to +60○C.

� Interior mm. � Exterior mm. Bar Pressure Empty mH2O Roll mts. Code

38 46 1 3 30 AF252338

50 61 0,5 2,5 30 AF252350

cHaracteristics Blue hose made of EVA. High resistance to fatigue and 
very flexible. Curvature radius 2xDi.

applications Ideal hose for floating swimming pool cleaners 
(manual or automatic basin cleaning). Available with 
the corresponding connection sleeves.

temperatures From -25○C to +60○C. 

swimming pool blue

yellow and black

� Interior mm. Roll mts. Code

30 3 AY100030

35 3 AY100035

40 3 AY100040

45 3 AY100045

50 3 AY100050

55 3 AY100055

60 3 AY100060

65 3 AY100065

70 3 AY100070

75 3 AY100075

80 3 AY100080

90 3 AY100090

100 3 AY100100

110 3 AY100110

120 3 AY100120

cHaracteristics Black EPDM rubber hose with intertwined textile 
reinforcement and steel spiral. Corrugated exterior 
appearance and smooth interior. 

applications Ideal hose for the suction and pumping of water, 
waste liquids and other inert solutions. It is supplied 
with no wire on the ends in order to facilitate 
connection.

temperatures From -25○C to +100○C. 

flexible rubber suction
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� Interior mm. Bar Pressure Roll mts. Code

20 6 100 AE223P020

25 6 100 AE223P025

32 6 100 AE223P032

35 6 100 AE223P035

40 6 100 AE223P040

45 6 100 AE223P045

51 6 100 AE223P051

60 6 100 AE223P060

63 6 100 AE223P063

70 6 100 AE223P070

76 6 100 AE223P076

80 5 100 AE223P080

90 5 100 AE223P090

102 4 50 AE223P102

110 4 50 AE223P110

125 4 50 AE223P127

150 3 50 AE223P152

200 2 50 AE223P203

cHaracteristics Flat blue hose made of PVC with intertwined textile 
reinforcement. Very light and susceptible to being 
rolled flat. Weather resistant. 

applications Ideal hose for the transport of water and liquids in 
general for bilge pumps and cleaning. Agricultural and 
industrial irrigation. 

temperatures From -25○C to +60○C. 

flat tm

� Interior mm. Thickness mm. Bar Pressure Roll mts. Code

20 2,1 25 60 AQ200020

25 2,1 25 60 AQ200025

32 2,1 25 60 AQ200032

38 2,1 20 60 AQ200038

45 2,1 16 60 AQ200045

52 2,1 16 60 AQ200050

63,5 2,25 16 60 AQ200063

70 2,25 16 60 AQ200070

75 2,5 15 60 AQ200075

80 2,6 13 60 AQ200080

90 2,7 13 60 AQ200090

102 2,9 13 60 AQ200100

110 3 13 60 AQ200110

125 3 10 60 AQ200125

152 3 10 60 AQ200150

203 3,5 8 60 AQ200200

254 3,8 8 60 AQ200250

cHaracteristics Flat black rubber hose with textile reinforcement. 
Easy to handle, transport and roll up due to its great 
flexibility. It has excellent resistance to abrasion, oils 
and a variety of chemical products.
 

applications Very useful hose for industry, agriculture, ships, 
construction and civil work. Also suitable for 
compressed air applications.

temperatures From -30○C to +90○C.

flat black
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pVc sanitation

cHaracteristics Hose made of flexible PVC and reinforced with a 
rigid non-deformable PVC spiral. Smooth interior and 
exterior wall. Exterior diameters adjusted to facilitate 
assembly with PVC accessories. High resistance 
to waste water and to a wide range of chemical 
products. Available in grey and white. Curvature 
radius 3xDi. 

applications Ideal hose for drains of air conditioning and bathroom 
devices, as well as pump facilities in swimming pools.

temperatures From -10○C to +60○C. 

� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

12 16 5 25/50 AT500010

16 20 5 25/50 AT500015

20 25 5 25/50 AT500020

26 32 5 25/50 AT500026

34 40 5 25/50 AT500034

43 50 5 25/50 AT500043

55 63 5 25/50 AT500055

� Interior mm. � Exterior mm. Bar Pressure Empty mH2O Roll mts. Code

12 16 9,5 6 50 AD300012

15 20 9,5 6 50 AD300015

16 21 9,5 6 50 AD300016

19 24 9 6 50 AD300019

20 25 9 6 50 AD300020

25 31 8,5 6 50 AD300025

30 36 8 6 50 AD300030

32 38 8 6 50 AD300032

35 42 7,5 6 50 AD300035

38 45 7 6 50 AD300038

40 47 7 6 50 AD300040

45 53 6,5 6 50 AD300045

50 58 6 6 50 AD300050

55 63 5,5 6 50 AD300055

60 68 5,5 6 50 AD300060

65 74 5,5 6 50 AD300065

70 79 4,5 6 50 AD300070

75 84 4,5 6 50 AD300075

80 90 4,5 6 50 AD300080

90 100 4 6 30 AD300090

100 110 3,5 6 30 AD300100

110 121 3,5 6 30 AD300110

120 131 3 6 30 AD300120

125 136 3 6 30 AD300125

140 154 2,5 5 30 AD300140

150 165 2 5 30 AD300150

200 216 1 4 10 AD300200

note Also available in other materials and colours.

cHaracteristics Yellow hose made of flexible PVC and reinforced 
with a rigid, non-deformable PVC spiral. Non-toxic. 
It is resistant to atmospheric agents and to various 
chemical products. Curvature radius 4xDi.

applications Ideal hose for the suction and pumping of water and 
liquids in general, for agricultural machinery and for 
food use.

temperatures From -10○C to +60○C. 

garden
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super elastic liquid pumping

cHaracteristics Blue hose made of flexible PVC and reinforced 
with rigid non-deformable PVC spiral. Smoother 
interior wall. Resistant to various chemical products. 
Curvature radius 4xDi.

applications Ideal hose for the suction and pumping of industrial 
water in the cleaning of sewers, black wells and septic 
tanks. Particularly adapted for assembly on trucks for 
the collection and distribution of slurry.

temperatures From -25○C to +60○C. 

� Interior mm. � Exterior mm. Bar Pressure Empty mH2O Roll mts. Code

25 34 7 9 50 AD207025

32 42 6 9 50 AD207032

38 48 6 9 50 AD207038

51 63 5 9 50 AD207051

63 76 4,5 9 50 AD207063

76 90 4 9 50 AD207075

90 105 3,5 9 50 AD207090

102 118 3 9 30 AD207100

110 127 3 9 20 AD207110

127 145 2,5 9 20 AD207127

152 172 2 9 20 AD207152

203 228 1,5 9 6 AD207203

� Interior mm. � Exterior mm. Bar Pressure Empty mH2O Roll mts. Code

25 35 11 8 50 AD206025

30 40 11 8 50 AD206030

35 45 9,5 8 50 AD206035

40 51 9,5 8 50 AD206040

45 56 9,5 8 50 AD206045

50 62 8,5 8 50 AD206050

55 65 8 8 50 AD206055

60 73 7,5 8 50 AD206060

65 79 7 8 50 AD206065

70 84 6,5 8 50 AD206070

75 89 6,5 8 50 AD206075

80 94 6,5 8 50 AD206080

90 105 5,5 8 30 AD206090

100 117 5 8 30 AD206100

102 119 5 8 30 AD206102

110 127 4,5 8 30 AD206110

120 137 4 8 30 AD206120

125 143 3,5 8 30 AD206125

130 148 3 8 30 AD206130

140 160 3 8 30 AD206140

150 172 3 8 20 AD206150

152 174 3 8 20 AD206152

160 184 3 8 20 AD206160

200 227 2,5 8 5 AD206200

250 279 1,5 7 5 AD206250

300 332 1 7 5 AD206300

cHaracteristics Grey hose made of flexible PVC and reinforced with 
a rigid non-deformable PVC spiral. Smoother interior 
wall. Resistant to various chemical products, marine 
salt, atmospheric agents and abrasion. Curvature 
radius 5xDi. 

applications Ideal hose for pumping and suction. Transport of 
aggressive liquids through pumps (slurry, chemical 
products, etc.) and where high resistance to pressure 
and vacuum is required.

temperatures From -10○C to +60○C.

liquid pump reinforced pVc
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reinforced glass

cHaracteristics Hose made of laminated transparent PVC and 
reinforced with polyester mesh. Non-toxic. High 
flexibility. Unlikely constriction and breakage along  
its length. 

applications Ideal hose for multiple applications, mainly 
agriculture, industry and construction.
 

temperatures From -10○C to +60○C. 

� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

6 12 20 100 AN171006

8 14 20 100 AN171008

10 16 15 50 AN171010

12 18 15 50 AN171012

13 19 15 50 AN171013

16 23 12 50 AN171016

19 26 10 50 AN171019

25 32 10 50 AN171025

30 38 7 50 AN171030

32 38 7 50 AN171032

38 48 6 50 AN171038

45 55 5 50 AN171045

50 60 5 50 AN171050

note Red and blue colours available on request.

� Interior mm. � Exterior mm. Bar Pressure Empty mH2O Roll mts. Code

10 15,5 12 8,5 50 AE225010

12 18 11,5 8,5 50 AE225012

13 19 11 8,5 50 AE225013

14 20 11 8,5 50 AE225014

15 21 10,5 8,5 50 AE225015

16 22 10,5 8,5 50 AE225016

18 25 10 8,5 50 AE225018

19 26 10 8,5 50 AE225019

20 27 10 8,5 50 AE225020

25 33 9,5 8 50 AE225025

30 38 9 8 50 AE225030

32 40 9 8 50 AE225032

35 44 8 8 50 AE225035

38 46 7,5 8 50 AE225038

40 50 7,5 8 50 AE225040

42 52 7 8 50 AE225042

45 55 6,5 8 50 AE225045

50 61 6 8 50 AE225050

51 62 6 7 50 AE225051

55 67 5,5 7 50 AE225055

60 72 5,5 7 50 AE225060

63 75 5 6,5 50 AE225063

65 78 5 6 50 AE225065

70 84 5 6 50 AE225070

75 89 4,5 6 50 AE225075

76 90 4 6 50 AE225076

80 94 3,5 6 50 AE225080

90 105 3 6 30 AE225090

100 117 3 6 30 AE225100

102 119 3 6 30 AE225102

105 122 3 6 30 AE225105

110 127 2,5 6 30 AE225110

120 137 2,5 6 30 AE225120

125 142 2,3 6 30 AE225125

127 144 2,3 6 30 AE225127

140 159 2,2 5 30 AE225140

150 170 2 5 20 AE225150

152 172 2 5 20 AE225152

cHaracteristics Translucent hose made of flexible PVC reinforced with 
galvanised steel spiral. Smooth interior and exterior 
wall. Non-toxic. Resistant to atmospheric agents and 
to various chemical products. Curvature radius 3.5xDi.

applications Ideal hose for suction and pumping of industrial 
liquids, chemical and food products. For agricultural 
machinery and naval industry.

temperatures From -15○C to +60○C.

spring
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Hoses for aeration

cHaracteristics Hose made of laminated transparent PVC. High 
flexibility and permeability. Unlikely breakage along 
its length. High resistance to atmospheric agents.
   

applications Ideal hose for the transport of liquids where visual 
control is required, levelling in construction and 
irrigation in general.

temperatures From -10○C to +60○C.

glass

� Interior mm. � Exterior mm. Roll mts. Code

2+/-0,3 4+/-0,3 50 AH026010204

3+/-0,3 5+/-0,3 50 AH026010305

4+/-0,3 6+/-0,3 50 AH026010406

5+/-0,3 7+/-0,3 50 AH026010507

5+/-0,3 8+/-0,3 50 AH026010508

6+/-0,3 8+/-0,3 50 AH026010608

6+/-0,3 9+/-0,3 50 AH026010609

6+/-0,3 10+/-0,3 50 AH026010610

6+/-0,3 12+/-0,3 50 AH026010612

7+/-0,3 10+/-0,3 50 AH026010710

8+/-0,3 10+/-0,3 50 AH026010810

8+/-0,3 11+/-0,3 50 AH026010811

8+/-0,3 12+/-0,3 50 AH026010812

8+/-0,3 14+/-0,3 50 AH026010814

9+/-0,3 12+/-0,3 50 AH026010912

9+/-0,3 13+/-0,3 50 AH026010913

9+/-0,3 15+/-0,3 50 AH026010915

10+/-0,3 12+/-0,3 50 AH026011012

10+/-0,3 13+/-0,3 50 AH026011013

10+/-0,3 14+/-0,3 50 AH026011014

12+/-0,3 15+/-0,3 50 AH026011215

12+/-0,3 16+/-0,3 50 AH026011216

12+/-0,3 18+/-0,3 50 AH026011218

13+/-0,3 19+/-0,3 50 AH026011319

14+/-0,3 18+/-0,3 50 AH026011418

15+/-0,3 20+/-0,3 50 AH026011520

18+/-0,3 23+/-0,3 50 AH026011823

20+/-0,3 25+/-0,3 50 AH026012025

25+/-0,3 31+/-0,3 50 AH026012531

30+/-0,3 38+/-0,3 50 AH026013038

35+/-0,3 43+/-0,3 50 AH026013543

40+/-0,3 49+/-0,3 25 AH026014049

50+/-0,3 60+/-0,3 25 AH026015060
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� Interior mm. � Exterior mm. Empty mH2O Roll mts. Code

40 44 3 25 AF248040

45 49 3 25 AF248045

50 54 3 25 AF248050

60 64 3 25 AF248060

65 69 3 25 AF248065

70 75 2,5 25 AF248070

75 80 2,5 25 AF248075

80 85 2,5 25 AF248080

90 95 2,5 25 AF248090

100 106 2,5 25 AF248100

110 116 2 25 AF248110

120 126 2 25 AF248120

125 131 2 25 AF248125

130 136 2 25 AF248130

140 146 1,5 25 AF248140

150 157 1,5 25 AF248150

160 167 1,5 25 AF248160

180 187 1 25 AF248180

200 207 1 25 AF248200

250 257 0,5 10 AF248250

300 307 0,5 10 AF248300

350 357 - 10 AF248350

400 407 - 10 AF248400

cHaracteristics Black hose made of thermoplastic rubber and 
reinforced with a steel spiral. High resistance to 
mineral oils as well as high and low temperatures.
High flexibility. Radius of curvature 1xDi.  

applications Ideal hose for the suction of air, smoke and acid 
gases (from welding, motors, oils, etc.). Automobile, 
chemical and air conditioning industry.

temperatures From -20○C to +120○C (with peaks of +140○C).

140° gas suction
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pVc suction

� Interior mm. � Exterior mm. Empty mH2O Roll mts. Code

10 15 6 25 AE221010

12 17 6 25 AE221012

15 20 5,5 50 AE221015

20 25 5,5 50 AE221020

25 31 5 50 AE221025

30 36 5 50 AE221030

32 38 5 50 AE221032

35 41 5 50 AE221035

40 46 5 50 AE221040

45 52 4,5 50 AE221045

50 58 4,5 50 AE221050

55 62 4 50 AE221055

60 68 4 50 AE221060

65 73 4 50 AE221065

70 78 4 50 AE221070

75 83 4 50 AE221075

80 88 4 50 AE221080

90 98 4 30 AE221090

100 108 4 30 AE221100

110 119 3,3 30 AE221110

120 129 3,3 30 AE221120

125 134 3 30 AE221125

130 139 3 30 AE221130

140 149 3 30 AE221140

150 160 3 30 AE221150

160 170 3 20 AE221160

180 191 2,5 20 AE221180

200 210 2,5 20 AE221200

250 262 2 10 AE221250

300 312 1,5 10 AE221300

356 368 1 10 AE221356

400 412 1 10 AE221400

500 512 0,5 6 AE221500

600 612 0.5 6 AE221600

cHaracteristics Grey hose made of flexible and reinforced PVC with 
a non-deformable rigid PVC spiral. Very light and 
flexible. Resistant to atmospheric agents and to 
various chemical products. Radius of curvature 1xDi.

applications Ideal hose for the suction and pumping of gases, 
smoke, dust, shavings and fibres. Agricultural 
machinery.

temperatures From -15○C to +65○C. 
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� Interior mm. � Exterior mm. Empty mH2O Roll mts. Code

25 32 4 25 AF243025

30 37 3 25 AF243030

32 39 3 25 AF243032

35 42 3 25 AF243035

38 45 3 25 AF243038

40 47 3 25 AF243040

45 53 3 25 AF243045

50 57 3 25 AF243050

55 63 3 25 AF243055

60 68 3 25 AF243060

63 71 3 25 AF243063

70 79 3 25 AF243070

75 84 3 25 AF243075

80 89 3 25 AF243080

90 100 3 25 AF243090

100 110 3 25 AF243100

102 112 3 25 AF243102

120 130 3 25 AF243120

127 137 2 25 AF243127

140 150 2 25 AF243140

152 163 2 25 AF243152

200 212 2 20 AF243200

250 262 2 10 AF243250 

cHaracteristics Hose made of polyurethane and reinforced with rigid 
non-deformable PVC spiral and copper thread that 
provides anti-static properties. Non-toxic and suitable 
for food use. Smooth interior surface. High resistance 
to abrasion, atmospheric agents and various chemical 
products. Curvature radius 1xDi.
 

applications Ideal hose for suction and pumping of abrasive 
materials (sand, grain, sawdust, etc).

temperatures From -30○C to +80○C.

anTi-STaTiC PVC-PU SUCTion
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� Interior mm. � Exterior mm. Empty mH2O Roll mts. Code

20 27 4 25 AF244020

22 29 4 25 AF244022

25 32 4 25 AF244025

30 37 3 25 AF244030

32 39 3 25 AF244032

35 45 3 25 AF244035

38 45 3 25 AF244038

40 47 3 25 AF244040

45 52 3 25 AF244045

50 57 3 25 AF244050

55 63 3 25 AF244055

60 68 3 25 AF244060

63 71 3 25 AF244063

70 79 3 25 AF244070

75 84 3 25 AF244075

76 85 3 25 AF244076

80 89 3 25 AF244080

90 100 3 25 AF244090

100 110 3 25 AF244100

102 112 3 25 AF244102

110 120 3 25 AF244110

120 130 3 25 AF244120

127 137 2 25 AF244127

140 151 2 25 AF244140

150 161 2 25 AF244150

152 163 2 25 AF244152

160 171 2 20 AF244160

180 191 2 20 AF244180

200 212 2 20 AF244200

203 215 2 20 AF244203

250 265 2 10 AF244250

300 315 1 10 AF244300

cHaracteristics Translucent hose made of polyurethane and reinforced 
with a rigid non-deformable PVC spiral. Non-toxic and 
suitable for food use. Smooth interior surface. High 
resistance to abrasion, atmospheric agents and various 
chemical products. Curvature radius 1xDi. 

applications Ideal hose for suction and pumping of abrasive 
materials (sand, grain, sawdust, etc.), ventilation 
and conduit for air, dust, gas, smoke and reactive 
substances.

temperatures From -30○C to +80○C. 

PVC-PU SUCTion
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� Interior mm. � Exterior mm. Empty mH2O Roll mts. Code

50 52 2 10 AF246050

60 62 2 10 AF246060

63 65 2 10 AF246063

76 78 2 10 AF246075

80 82 2 10 AF246080

90 92 2 10 AF246090

100 102 2 10 AF246100

102 104 2 10 AF246102

110 112 1,5 10 AF246110

120 122 1,5 10 AF246120

125 127 1,5 10 AF246125

130 132 1,5 10 AF246130

140 142 1,5 10 AF246140

150 153 1 10 AF246150

152 155 1 10 AF246152

160 163 1 10 AF246160

180 183 1 10 AF246180

200 203 0,5 10 AF246200

203 206 0,5 10 AF246205

250 253 0,5 10 AF246250

254 257 0,5 10 AF246254

300 304 0,5 10 AF246300

305 309 0,5 10 AF246305

350 354 0,3 10 AF246350

400 404 0,2 10 AF246400

cHaracteristics Hose made of polyester fabric between layers of PVC 
and a steel spiral. Very light, flexible and workable. 
High resistance to aggressive agents and high 
temperatures. Curvature radius 0.5xDi.

applications Ideal hose for air conduit (hot and cold), suction of 
smoke, gas and dust.

temperatures From -20○C to +90○C.

 aspiraflex
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� Interior mm. � Exterior mm. Bar Pressure Empty mH2O Roll mts. Code

20 27 5 7 25 AF238020

22 29 5 7 25 AF238022

25 31 5 7 25 AF238025

30 38 5 7 25 AF238030

35 41 4,5 7 25 AF238035

40 48 4 7 25 AF238040

45 54 3,5 7 25 AF238045

50 59 3 7 25 AF238050

55 64 3 7 25 AF238055

60 70 3 7 25 AF238060

63 73 3 7 25 AF238063

70 81 2,5 7 25 AF238070

75 86 2,5 7 25 AF238075

80 92 2,5 7 25 AF238080

90 102 2 7 25 AF238090

100 113 2 6 25 AF238100

102 114 2 6 25 AF238102

110 123 2 6 25 AF238110

127 143 1,5 6 25 AF238127

140 157 1 6 25 AF238140

150 168 1 5 25 AF238150

152 170 1 5 25 AF238152

note Anti-static quality available upon request (Code AF240).

cHaracteristics Hose made of polyurethane and reinforced with non-
deformable red PVC spiral. Non-toxic and suitable for 
food use. High resistance to pressure and to vacuums, 
as well as to abrasion, hydrocarbons, atmospheric 
agents and various chemical products. No mechanical 
fatigue. Curvature radius 6xDi.

applications Ideal hose for transporting very abrasive materials 
(debris, steel fixings, pellets, sand, etc).

temperatures From -25○C to +85○C. 

ReinfoRCed PVC-PU SUCTion
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� Interior mm. Roll mts. Code

21 20 AG265A021

32 20 AG265A032

35 20 AG265A035

40 20 AG265A040

45 20 AG265A045

50 20 AG265A050

55 20 AG265A055

60 20 AG265A060

70 20 AG265A070

80 20 AG265A080

alUminiUm-alUminiUm 

cHaracteristics Flexible aluminium tube.

applications Ideal tube for use in automobiles, caravans, industrial 
machinery, air conditioning, ventilation and heating.

temperatures Up to +200○C.
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� Interior mm. � Exterior mm. Empty mH2O Roll mts. Code

20+/-1,25 28 5 30 AT450020

25+/-1,25 33 5 30 AT450025

30+/-1,25 39 5 30 AT450030

32+/-1,25 41 5 30 AT450032

35+/-1,50 44 5 30 AT450035

38+/-1,50 48 5 30 AT450038

40+/-1,50 50 5 30 AT450040

50+/-1,50 61 4 30 AT450050

60+/-1,50 72 4 30 AT450060

cHaracteristics Grey hose made of EVA. Very resistant to permanent 
deformations. Resistant to UVA rays, cold and 
breakage along its length. Curvature radius 1xDi.

applications Ideal hose for the suction of air, dust, welding smoke 
and exhaust fumes (unloading). Industrial suction.

temperatures From -30○C to +60○C. 

industrial suction
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cHaracteristics Very flexible and light tube made of a sheet  
of corrugated aluminium, extendable in ratio  
20 cm:1 mt.

applications Ideal tube for suction of smoke and gases of a 
domestic and industrial nature.

temperatures Up to +300○C.

compact aluminium

� Interior mm. Roll mts. Code

80 5 AH002170080

90 5 AH002170090

100 5 AH002170100

110 5 AH002170110

120 5 AH002170120

130 5 AH002170130

140 5 AH002170140

150 5 AH002170150

160 5 AH002170160

180 5 AH002170180

200 5 AH002170200

225 5 AH002170225

300 5 AH002170300

350 5 AH002170350

400 5 AH002170400

450 5 AH002170450
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cHaracteristics Tube consisting of two sheets, paper on the exterior 
and aluminium in the interior.

applications Ideal tube for use in automobiles, industrial 
machinery, air conditioning, ventilation and heating.

temperatures Up to +130○C.

alUminiUm-PaPeR 

� Interior mm. Roll mts. Code

21 20 AG265021

32 20 AG265032

35 20 AG265035

40 20 AG265040

45 20 AG265045

50 20 AG265050

55 20 AG265055

60 20 AG265060

70 20 AG265070

80 20 AG265080
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 tecnipur

cHaracteristics Translucid hose made of 100% polyurethane.  
Wall thickness of 0.5 mm. It consists of two sheets 
of polyurethane welded together and with an 
intertwined steel spiral. Excellent flexibility, excellent 
resistance to abrasion and ageing. High stability for 
petroleum, grease and gasoline.

applications Ideal hose for transporting all types of grain,  
sawdust, chips, salt, sugar, cement, plastic  
shavings, etc., whether for suction or pumping.

temperatures From -18○C to +80○C. For short periods of time  
up to +100○C.  

� Interior mm. Thickness mm. Bar Pressure Bar Depressure Roll mts. Code

50 0,5 0,56 0,22 10 AI346050

60 0,5 0,43 0,18 10 AI346060

70 0,5 0,34 0,15 10 AI346070

75 0,5 0,31 0,14 10 AI346076

80 0,5 0,28 0,12 10 AI346080

90 0,5 0,23 0,11 10 AI346090

100 0,5 0,2 0,09 10 AI346100

110 0,5 0,17 0,08 10 AI346110

120 0,5 0,15 0,08 10 AI346120

125 0,5 0,14 0,07 10 AI346127

130 0,5 0,14 0,07 10 AI346130

140 0,5 0,12 0,06 10 AI346140

150 0,5 0,11 0,06 10 AI346150

160 0,5 0,11 0,05 10 AI346160

180 0,5 0,08 0,05 10 AI346180

200 0,5 0,07 0,04 10 AI346200

210 0,5 0,07 0,04 10 AI346210

220 0,5 0,06 0,04 10 AI346220

250 0,5 0,05 0,03 10 AI346250

280 0,5 0,05 0,03 10 AI346280

300 0,5 0,04 0,02 10 AI346300

350 0,5 0,03 0,02 6-10 AI346350

400 0,5 0,03 0,02 6-10 AI346400

450 0,5 0,02 0,01 6-10 AI346450

500 0,5 0,02 0,01 6-10 AI346500

600 0 0,01 0,01 6-10 AI346600
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cHaracteristics Flexible metallic hose with double crimping in zinc 
plated steel.

applications Ideal hose for mechanical protection, electrical 
cables, gas discharge, fumes, combustion engines  
nd decanting of grain.

temperatures Up to +300○C.

metallic tad

� Interior mm. � Exterior mm. Roll mts. Code

25 29 25 AG2820625

30 35 25 AG2820630

35 40 25 AG2820635

40 45 25 AG2820640

45 50 25 AG2820645

50 55 25 AG2820650

55 60 25 AG2820655

60 65 25 AG2820660

70 75 25 AG2820670

75 80 25 AG2820675

80 85 25 AG2820680

90 95 25 AG2820690

100 105 25 AG2820700

110 115 20 AG2820710

120 125 20 AG2820720

125 132 20 AG2820725

130 137 20 AG2820730

140 147 20 AG2820740

150 157 5 AG2820750

200 207 5 AG2820800

250 257 5 AG2820850



  

36 373736

Ho
se

s f
or

 a
er

ati
on

cHaracteristics Non-toxic and translucent hose made of 100% 
polyurethane. Wall thickness of 1.2 mm. It consists 
of two sheets of polyurethane welded together and 
with an intertwined steel spiral, covered in white PVC. 
Excellent flexibility, excellent resistance to abrasion 
and ageing. 

applications Ideal hose for the transport of all types of grain, 
sawdust, chips, salt, sugar, cement, plastic shavings, 
etc. Complies with FDA and BFR food regulations.

temperatures From -18○C to +80○C. For short periods of time  
up to +100○C.    

TeCniPUR-VaC

� Interior mm. Thickness mm. Bar Pressure Bar Depressure Roll mts. Code

30 1,2 3,3 0,82 20 AF720030

32 1,2 3,1 0,80 20 AF720032

38 1,2 2,8 0,76 20 AF720038

40 1,2 2,6 0,76 20 AF720040

50 1,2 2,07 0,61 20 AF720050

60 1,2 1,71 0,51 20 AF720060

70 1,2 1,46 0,43 20 AF720070

75 1,2 1,36 0,4 20 AF720075

80 1,2 1,28 0,38 20 AF720080

90 1,2 1,13 0,34 20 AF720090

100 1,2 1,01 0,3 15 AF720100

110 1,2 0,92 0,27 15 AF720110

120 1,2 0,84 0,25 15 AF720120

125 1,2 0,81 0,24 15 AF720127

130 1,2 0,77 0,23 15 AF720130

140 1,2 0,72 0,22 15 AF720140

150 1,2 0,67 0,2 10 AF720150

160 1,2 0,63 0,19 10 AF720160

180 1,2 0,55 0,17 10 AF720180

200 1,2 0,5 0,15 10 AF720200

210 1,2 0,47 0,14 10 AF720210

220 1,2 0,45 0,14 10 AF720220

250 1,2 0,4 0,12 10 AF720250

280 1,2 0,35 0,11 10 AF720280

300 1,2 0,33 0,1 10 AF720300
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cHaracteristics Non-toxic and translucent hose made of 100% 
polyurethane. Wall thickness of 0.8 mm. It consists 
of two sheets of polyurethane welded together and 
with an intertwined steel spiral, covered in white PVC. 
Excellent flexibility, excellent resistance to abrasion 
and ageing. 

applications Ideal hose for the transport of all types of grain, 
sawdust, chips, salt, sugar, cement, plastic shavings, 
etc. Complies with FDA and BFR food regulations.

temperatures From -18○C to +80○C. For short periods of time  
up to +100○C.    

TeCniPUR-S

� Interior mm. Thickness mm. Bar Pressure Bar Depressure Roll mts. Code

30 0,8 3 0,42 30 AF710030

38 0,8 2,8 0,44 30 AF710038

40 0,8 1,48 0,44 30 AF710040

50 0,8 1,18 0,35 30 AF710050

60 0,8 0,98 0,29 30 AF710060

70 0,8 0,84 0,25 30 AF710070

75 0,8 0,78 0,23 30 AF710075

80 0,8 0,73 0,22 30 AF710080

90 0,8 0,65 0,19 30 AF710090

100 0,8 0,58 0,17 30 AF710100

110 0,8 0,53 0,16 30 AF710110

120 0,8 0,48 0,14 30 AF710120

125 0,8 0,46 0,14 30 AF710127

130 0,8 0,45 0,13 30 AF710130

140 0,8 0,41 0,12 30 AF710140

150 0,8 0,39 0,11 30 AF710150

160 0,8 0,36 0,11 30 AF710160

180 0,8 0,32 0,09 30 AF710180

200 0,8 0,29 0,08 30 AF710200

210 0,8 0,27 0,08 30 AF710210

220 0,8 0,26 0,08 15 AF710220

250 0,8 0,23 0,07 15 AF710250

280 0,8 0,2 0,06 15 AF710280

300 0,8 0,19 0,06 15 AF710300

.
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cHaracteristics Hose in terracotta red colour, made with two layers 
of fibreglass material covered in silicone, with a steel 
wire spiral intertwined between both layers.

applications Ideal hose for the extraction of hot air from ceramic 
ovens, ventilation and heating of boats, air conduit in 
places with very high temperatures, etc.

temperatures From -55○C to +260○C. For short periods of time up  
to +300○C.

tecni Htd

� Interior mm. Thickness mm. Bar Pressure Bar Depressure Roll mts. Code

13 0,6 2,3 0,7 4 AI348013

19 0,6 2,3 0,68 4 AI348019

25 0,6 2,27 0,66 4 AI348025

32 0,6 2,12 0,62 4 AI348032

38 0,6 2,01 0,58 4 AI348038

40 0,6 1,95 0,56 4 AI348040

45 0,6 1,88 0,54 4 AI348045

51 0,6 1,78 0,51 4 AI348051

60 0,6 1,64 0,47 4 AI348060

63 0,6 1,59 0,45 4 AI348063

70 0,6 1,49 0,42 4 AI348070

76 0,6 1,41 0,4 4 AI348076

80 0,6 1,36 0,38 4 AI348080

90 0,6 1,24 0,35 4 AI348090

102 0,6 1,11 0,31 4 AI348102

150 0,6 0,71 0,19 4 AI348150

180 0,6 0,54 0,14 4 AI348180

200 0,6 0,45 0,12 4 AI348200

250 0,6 0,28 0,07 4 AI348250

300 0,6 0,18 0,04 4 AI348300

Hoses for compressed air
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ComPReSaiR-20

� Interior mm. � Exterior mm. Presión bar Roll mts. Code

6 13 20 100 AP979006013

8 16 20 100 AP979008016

10 17 20 100 AP979010017

13 23 20 100 AP979013023

16 26 20 100 AP979016026

19 30 20 100 AP979019029

25 36 20 50 AP979025036

cHaracteristics Black rubber hose manufactured in a continuous 
process, with an intertwined synthetic textile braid. 
Resistant to ageing, weather and severe conditions  
of use.

applications Ideal hose for a compressed air conduit, public work 
and industrial use.

temperatures From -25○C to +70○C. 
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� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

19 29 10 61 AP901019029

25 35 10 61 AP901025035

30 40 10 61 AP901030040

32 42 10 61 AP901032042

35 45 10 61 AP901035045

38 48 10 61 AP901038048

40 53 10 61 AP901040053

45 58 10 61 AP901045057

51 64 10 40 AP901051064

55 69 10 40 AP901055068

60 74 10 40 AP901060075

63 77 10 40 AP901063078

65 79 10 40 AP901065079

70 84 10 20 AP901070084

76 90 10 20 AP901076090

80 94 10 20 AP901080092

90 105 10 20 AP901090105

102 117 10 20 AP901102117

110 126 10 20 AP901110126

114 130 10 20 AP901114130

120 136 10 20 AP901120136

127 143 10 20 AP901127142

152 168 10 20 AP901152168

caracterÍsticas Black hose constructed around a mandrel with an 
smooth SBR rubber interior, resistant to oil mist, 
with outer layer of SBR/EPDM rubber and with an 
intertwined synthetic textile braid. Weather resistant.
  

aplicaciones Ideal hose for a conduit for compressed air, water and 
fluids that are either inert or have small particles of 
suspended oil.

temperaturas From -25○C to +70○C.

air/water pump 10 bar
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� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

12 22 20 61 AP902012022

13 23 20 61 AP902013023

15 25 20 61 AP902015025

16 26 20 61 AP902016026

19 30 20 61 AP902019030

25 37 20 61 AP902025037

30 44 20 61 AP902030044

32 48 20 61 AP902032048

35 51 20 61 AP902035051

38 53 20 61 AP902038053

40 56 20 61 AP902040056

45 61 20 61 AP902045061

51 66 20 61 AP902051066

60 76 20 40 AP902060076

63 79 20 40 AP902063079

70 86 20 20 AP902070086

76 92 20 20 AP902076092

80 97 20 20 AP902080097

90 107 20 20 AP902090107

102 120 20 20 AP902102120

127 144 20 20 AP902127144

150 170 20 20 AP902152170

cHaracteristics Black hose constructed around a mandrel with 
interior of smooth SBR rubber, resistant to oil 
mist, with outer layer of SBR/EPDM rubber and an 
intertwined synthetic textile braid. Weather resistant.

applications Ideal hose for a conduit for compressed air, water  
and fluids that are either inert or have small particles 
of suspended oil.

temperatures From -25○C to +70○C. 

air/water pump 20 bar
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� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

25 37 40 61 AB095025

38 52 40 61 AB095040

51 66 40 61 AB095050

perforation 40 bar

cHaracteristics Yellow hose constructed around a mandrel with 
intertwined textile reinforcement of high tenacity and 
spiral steel threads.

applications Ideal hose for pumping compressed air at 40 bars, 
projected to equip high-flow compressors for mining, 
drills, industry, etc.

temperatures From -40○C to +170○C. 



MAnguerAs pArA  

45

 

4444

Hoses for gases and weldingHo
se

s f
or

 c
om

pr
es

se
d 

ai
r cHaracteristics Hose in blue, black, red or green colour, made of 

polyurethane and reinforced with polyester fibre.

applications Ideal hose for use in industrial robotics and free  
from silicones.

temperatures From -20○C to +80○C.

pu robot

� Interior mm. � Exterior mm. Thickness mm. Weight g/m Working pressure 
23○C

Burst pressure 
23○C Roll mts. Code

6,3 11,2 2,5 85 16 76 100 AT094

6,3 12,5 3,25 125 25 95 100 AT094

9,5 16 3,25 160 20 80 100 AT094

12,7 19 3,5 200 20 80 100 AT094

16 23 3,75 250 17 60 50 AT094

19 27 4 300 17 60 50 AT094

18,5 26 1,75 305 17 60 50 AT094

25 35 1,75 550 17 60 50 AT094
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� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

6 13 20 100 AP971006013

8 16 20 100 AP971008016

10 18 20 100 AP971010018

13 23 20 50 AP971013023

16 26 20 50 AP971016026

19 30 20 50 AP971019030

25 36 20 50 AP971025036

cHaracteristics Blue hose of synthetic rubber manufactured in a 
continuous process, with textile reinforcement of 
high tenacity. Resistant to incandescent particles,  
hot surfaces, weather, ozone and abrasion.

applications Ideal hose for autogenous welding and oxygen 
cutting. Manufactured under standard EN559.

temperatures From -20○C to +80○C. 

oxygen-20

� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

6 13 20 100 AP972006014

9 16 20 100 AP972009016

13 23 20 100 AP972013023

16 26 20 100 AP972016026

19 30 20 50 AP972019030

25 36 20 50 AP972025036

cHaracteristics Red hose of synthetic rubber manufactured in a 
continuous process, with textile reinforcement of 
high tenacity. Resistant to incandescent particles, hot 
surfaces, weather, ozone and abrasion.

applications Ideal hose for autogenous welding tasks and oxygen 
cutting. Manufactured under standard EN559.

temperatures From -20○C to +80○C.

aCeTylene-20
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due to joined extrusion. Manufactured in EPDM 
rubber for the black interior of both hoses, and 
EPDM/SBR rubber for the blue and red exteriors, 
which provides abrasion resistance. Interior 
reinforcement with synthetic thread of high tenacity.

applications Ideal hose for welding, oxygen cutting and similar 
techniques in industry, shipyards and construction. 
Manufactured under standard EN559. 

temperatures From -20○C to +80○C.

 dUal-TUbe

� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

6+6 13 20 100 AP974060614

8+9 16 20 50 AP974080916

� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

6 12 20 100 AP973006012

8 16 20 100 AP973008016

10 17 20 100 AP973010018

propane

cHaracteristics Orange hose manufactured in a continuous process, 
very light and manageable, with NBR rubber interior, 
exterior layer of EPDM/CR rubber and interior 
reinforcement of synthetic thread.

applications Hose designed for L.P.G. conduit. Manufactured 
under standard EN559.

temperatures From -30○C  to +110○C.
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� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

12 24 15 61 AP930012024

15 26 15 61 AP930015026

19 30 15 61 AP930019030

22 34 15 61 AP930022034

25 37 15 61 AP930025037

30 42 15 61 AP930030042

32 44 15 61 AP930032044

35 47 15 61 AP930035047

38 50 15 61 AP930038050

40 54 15 61 AP930040054

45 60 15 61 AP930045060

51 66 15 61 AP930051066

55 70 15 40 AP930055070

60 75 15 40 AP930060075

63 79 15 40 AP930063079

65 79 15 40 AP930065081

70 84 15 40 AP930070086

76 92 15 20 AP930076092

80 96 15 20 AP930080096

90 106 15 20 AP930090106

102 118 15 20 AP930102117

110 128 15 20 AP930110125

114 129 15 20 AP930114129

120 140 15 20 AP930120140

127 147 15 20 AP930127144

142 160 15 10 AP930142160

152 176 15 10 AP930152172

Hydrocarbon pumping 15 bar

cHaracteristics Hose of black NBR rubber constructed around a 
mandrel with intertwined textile reinforcement of 
high tenacity and a copper spiral for electrostatic 
discharges. The exterior layer is resistant to weather, 
ozone and abrasion.

applications Ideal hose for pumping hydrocarbons with low 
aromatic content (40%), mineral oils and greases.

temperatures From -20○C to +100○C.
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Hydrocarbon suction 10 bar

cHaracteristics Hose of black NBR rubber constructed around a 
mandrel with intertwined textile reinforcement of 
high tenacity and steel spiral. The exterior layer 
is conductive and resistant to weather, ozone and 
abrasion.

applications Ideal hose for the pumping and suction of 
hydrocarbons with low aromatic content (40%)  
and oils.

temperatures From -20○C to +100○C. 

� Interior mm. � Exterior mm. Bar Pressure Bar Depressure Roll mts. Code

19 29 10 0,8 61 AP931019029

25 35 10 0,8 61 AP931025035

30 40 10 0,8 61 AP931030040

32 42 10 0,8 61 AP931032042

35 45 10 0,8 61 AP931035046

38 48 10 0,8 61 AP931038049

40 50 10 0,8 61 AP931040052

45 55 10 0,8 61 AP931045056

51 61 10 0,8 61 AP931051064

60 71 10 0,8 40 AP931060074

63 74 10 0,8 40 AP931063077

65 77 10 0,8 40 AP931065079

70 82 10 0,8 20 AP931070085

76 88 10 0,8 20 AP931076090

80 94 10 0,8 20 AP931080095

90 104 10 0,8 20 AP931090104

102 118 10 0,8 20 AP931102117

127 147 10 0,8 20 AP931127147

150 168 10 0,8 20 AP931150168
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� Interior mm. � Exterior mm. Bar Pressure Empty mH2O Roll mts. Code

19 26 8 7,5 50 AE226019

20 27 8 7,5 50 AE226020

25 34 7,5 7 50 AE226025

30 39 7 6 50 AE226030

32 41 7 6 50 AE226032

35 45 6,5 6 50 AE226035

40 51 6 6 50 AE226040

45 57 5,5 6 50 AE226045

50 62 5 6 50 AE226050

55 68 4,5 6 50 AE226055

60 73 4,5 6 50 AE226060

63 76 4 5,5 50 AE226063

65 78 4 5 50 AE226065

70 84 4 5 50 AE226070

75 89 3,5 5 50 AE226075

80 94 2,5 5 50 AE226080

90 105 2 5 30 AE226090

100 117 2 5 30 AE226100

cHaracteristics Hose made of flexible PVC and polymeric plasticizers, 
reinforced with a spiral of galvanised steel. Smooth 
interior and exterior wall. High flexibility and non-
toxic. Curvature radius 3xDi. 

applications Ideal hose for the suction and pumping of 
hydrocarbons: gasoline, fuel, oils and petroleum 
derivatives.

temperatures From -20○C to +60○C. 

SPRing-gaSoil
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� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

50 62 6 61 AP9117902050

51 66 6 61 AP9117902051

60 76 6 40 AP9117902060

75 90 6 40 AP9117902075

75 93 6 40 AP9117902076

76 86 6 40 AP9117902077

80 92 6 40 AP9117902080

80 96 6 40 AP9117902081

80 98 6 40 AP9117902082

90 102 6 20/40 AP9117902090

90 106 6 20/40 AP9117902092

90 110 6 20/40 AP9117902093

102 114 6 20 AP9117902102

102 122 6 20 AP9117904104

110 126 6 20 AP9117904110

125 138 6 20 AP9117904125

152 168 6 20 AP9117904152

note Also available with white food NR rubber interior (Code AP920) and anti-abrasive for unloading granulated food 
products (flours, sugars, cereals...).

6 bar cement pump

cHaracteristics Hose constructed around a mandrel with an NR 
rubber interior which is conductive and Abrasion 
resistant. The outer layer is NR rubber which is 
abrasion and weather-resistant. It has an intertwined 
textile braid of high tenacity.

applications Ideal hose for pumping cement in powder, concrete 
and granulated materials at low pressure.

temperatures From -40○C to +70○C.
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� Interior mm. Bar Pressure Bar Depressure Roll mts. Code

38 6 0,9 61 AP136038

51 6 0,9 61 AP136051

60 6 0,9 40 AP136060

63 6 0,9 40 AP136063

76 6 0,9 40 AP136076

80 6 0,9 40 AP136080

90 6 0,9 20 AP136090

102 6 0,9 20 AP136102

114 6 0,9 20 AP136114

120 6 0,9 20 AP136120

127 6 0,9 20 AP136127

152 6 0,9 20 AP136152

203 4 0,7 20 AP136203

suction of abrasiVes

cHaracteristics Hose constructed around a mandrel with a brown NR 
rubber interior which is Abrasion resistant. The outer 
layer is lightly ondulated NR rubber which is abrasion 
and weather-resistant. It has an intertwined textile 
reinforcement of high tenacity, as well as a steel 
helical spiral and copper wire that contribute anti-
static properties.

applications Ideal hose for the suction of sands, marble and 
granite dust and abrasive products in general.

temperatures From -30○C to +70○C.
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cHaracteristics Hose constructed around a mandrel with a 
conductive NR rubber interior and resistance to 
abrasion. The outer layer is NR rubber which is 
abrasion and weather-resistant. It has a textile  
braid of high tenacity intertwined inside.

applications Ideal hose for pumping sands, abrasive shot and 
shotcrete, normally used for the treatment of 
surfaces (sandblasting) or for pumping mortar.

temperatures From -40○C to +70○C. 

pumping abrasiVes 12 bar

� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

13 29 12 61 AP945013029

16 30 12 61 AP945016030

19 33 12 61 AP945019033

25 40 12 61 AP945025040

30 45 12 61 AP945030045

32 48 12 61 AP945032048

38 54 12 61 AP945038054

40 60 12 61 AP945040060

51 71 12 61 AP945051071

60 80 12 40 AP945060080

65 85 12 40 AP945065085

70 90 12 20 AP945070090

76 96 12 20 AP945076096

80 102 12 20 AP945080102

90 112 12 20 AP945090110

100 124 12 20 AP945100124

110 130 12 20 AP945110130

125 151 12 20 AP945125151

152 174 12 20 AP945152174
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� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

25 38 40 61 AP9400025

32 46 40 61 AP9400032

35 55 40 61 AP9400035

40 60 40 61 AP9400040

50 70 40 40 AP9400050

60 78 40 40 AP9400060

65 85 40 40 AP9400065

70 90 40 40 AP9400070

75 98 40 40 AP9400076

cHaracteristics Hose constructed around a mandrel with a 
conductive NR rubber interior and resistance to 
abrasion. The outer layer is NR rubber which is 
abrasion and weather-resistant. It has a textile  
braid of high tenacity intertwined inside.

applications Ideal hose for pumping cement mortar, gypsum and 
shotcrete processes in general (wet abrasion).

temperatures From -20○C to +70○C. 

pumping mortar 40 bar

composite type Hoses
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cHaracteristics Multi-layer thermoplastic hose made with multiple 
layers of polyethylene with a high molecular weight 
and exterior layer of polyester fabric with polymeric 
covering which is weather and ozone resistant. It 
is internally and externally reinforced with 316L 
stainless steel wire.

applications Ideal hose for suction and pumping of a wide variety 
of food products, both liquid and solid. Complies with 
FDA regulations.

temperatures From -40○C to +100○C. 

composite food

� Interior 
mm. 

Max. Bar 
Pressure

Safety 
factor

Curv. 
Radius

ISO 1746

Weight  
kg/mt.

Length
mts.

20 15 5:1 50 0,70 35

25 15 5:1 75 0,80 35

32 15 5:1 80 1,00 35

40 15 5:1 85 1,30 35

50 15 5:1 125 2,00 35

65 15 5:1 150 3,00 35

75 15 5:1 175 3,50 35

80 15 5:1 180 3,70 35

100 15 5:1 250 4,90 35

150 15 5:1 500 11,40 20

200 15 5:1 700 17,00 20 Int. Reinforcement Ext. Reinforcement

250 15 5:1 900 25,10 12 FOOD Stainless steel Stainless steel

CODE AL4
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cHaracteristics Multi-layer thermoplastic hose made with multiple 
layers of polyethylene with a high molecular weight. 
The internal layer is made with layers of ECTFE, 
high resistance polypropylene and a high density 
polyethylene reinforcement. External layer of 
polyvinyl covered with polyester fabric. Depending 
on the version (XZ, XX), the internal and external 
reinforcement will be of one material or another.

applications Ideal for suction and pumping of a wide variety of 
chemical products where the chemical resistance of 
the polypropylene is inadequate.

temperatures From -30○C to +80○C.

standard composite ptfe

� Interior 
mm. 

Max. Bar 
Pressure

Safety 
Factor

Curv. 
Radius

ISO 1746

Weight  
kg/mt.

Length
mts.

40 10 4:1 100 1,04 40

50 10 4:1 150 1,56 40

65 10 4:1 200 1,87 40

75/80 10 4:1 250 2,23 40

100 10 4:1 300 3,62 40 Int. Reinforcement Ext. Reinforcement

150 10 4:1 500 8,91 40 PTFE SD XZ Stainless steel Galvanised steel

200 10 4:1 740 11,16 40 PTFE SD XX Stainless steel Stainless steel

CODE AL4
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cHaracteristics Multi-layer thermoplastic hose made of 
polypropylene, with high density polyethylene 
reinforcements and polyester fabric exterior covered 
in vinyl. Weather and ozone resistant. Depending on 
the version (PZ, PX, XZ, XX), the internal and external 
reinforcements are made of one material or another.

applications Ideal hose for suction and pumping of a wide variety 
of chemical products.

temperatures From -30○C to +80○C. 

standard composite cHem

� Interior 
mm. 

Max. Bar 
Pressure

Safety 
factor

Curv. 
Radius

ISO 1746

Weight  
kg/mt.

Length
mts.

40 10 5:1 100 1,04 40

50 10 5:1 150 1,56 40

65 10 5:1 200 1,87 40 Int. Reinforcement Ext. Reinforcement

75/80 10 5:1 250 2,23 40 CHEM SD PZ PP Galvanised steel

100 10 5:1 300 3,62 40 CHEM SD PX PP Stainless steel

150 10 5:1 500 8,91 40 CHEM SD XZ Stainless steel Galvanised steel

200 10 5:1 740 11,16 40 CHEM SD XX Stainless steel Stainless steel
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cHaracteristics Multi-layer thermoplastic hose made of 
polypropylene, with high density polyethylene 
reinforcements and polyester fabric exterior covered 
in vinyl. Weather and ozone resistant. Depending on 
the version (PZ, PX, XZ, XX), the internal and external 
reinforcements are made of one material or another.

applications Ideal hose for suction and pumping of a wide 
variety of hydrocarbon products, including fuel oils, 
petroleum, diesel, lubricant oils, kerosene, MTBE  
and 100% aromatics.

temperatures From -30○C to +80○C.

standard composite oil

� Interior 
mm. 

Bar  
Pressure

Safety 
factor

Curv. 
Radius

Length
mts.

40 10 5:1 140 40

50 10 5:1 180 40 Int. Reinforcement Ext. Reinforcement

65 10 5:1 220 40 OIL SD ZZ Galvanised steel Galvanised steel

75/80 10 5:1 180 40 OIL SD ZX Galvanised steel Stainless steel

100 10 5:1 400 40 OIL SD XX Stainless steel Stainless steel

150 10 5:1 575 40 OIL SD AZ Aluminium Galvanised steel

200 10 5:1 800 40 OIL SD AA Aluminium Aluminium
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cHaracteristics Hose constructed around a mandrel, with interior 
of conductive black UPE rubber which is resistant 
to abrasion. The exterior layer is conductive EPDM 
rubber which is resistant to abrasion and weather. 
It has an intertwined textile reinforcement of high 
tenacity and a spiral of helical steel.

applications Ideal hose for the suction and pumping of chemical 
products. Particularly recommended for conduit of 
acids, bases, alkali, solvents, ketones, aldehydes, 
esters, alcohols and aromatics, aliphatics and 
chlorinated hydrocarbons.

temperatures From -20○C to +70○C.

� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

19 31 16 61 AP960019031

25 37 16 61 AP960025037

32 44 16 61 AP960032044

38 51 16 61 AP960038051

50 64 16 40 AP960051066

63 78 16 40 AP960063078

76 92 16 20 AP960076092

100 116 16 20 AP960100116

note Also available with white food quality UPE rubber in compliance with FDA standards.

cHemical upe 16 bar
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� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

6 14 20 40 AP961006014

8 16 20 40 AP961008016

10 17 20 40 AP961010017

13 21 20 40 AP961013021

16 26 20 40 AP961016026

19 29 20 20 AP961019029

25 36 20 20 AP961025036

SolVenTS-20

cHaracteristics Hose manufactured in a continuous process, 
with interior of conductive black EPDM rubber 
and exterior of green EPDM which is resistant to 
abrasion and weather. It has an intertwined textile 
reinforcement of high tenacity.

applications Ideal hose for applications of industrial maintenance 
with hot water, paint, varnishes, ketones, acidified 
water, low concentration acids, saline solutions, 
alcohols and gases. 

temperatures From -40○C to +100○C. Ho
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corrosiVe epdm

� Interior mm. � Exterior mm. Bar Pressure Code

19 29 10 AP962019029

20 30 10 AP962020030

25 35 10 AP962025035

30 40 10 AP962030040

32 42 10 AP962032042

35 45 10 AP962035045

38 49 10 AP962038049

40 51 10 AP962040051

45 56 10 AP962045056

50 61 10 AP962050061

60 72 10 AP962060072

63 76 10 AP962063076

70 83 10 AP962070083

75 89 10 AP962075089

80 94 10 AP962080094

90 104 10 AP962090104

100 116 10 AP962100116

cHaracteristics Hose with internal layer of black EPDM rubber which 
is resistant to abrasion, weather and ozone. It is made 
of EPDM rubber with textile reinforcement of high 
tenacity embedded with steel wire.

applications Ideal hose for the suction and pumping of chemical 
products at 10 bar, recommended for conduit of 
bases, acids of low and medium concentration,  
alkali and ketones.

temperatures From +70○C to +100○C. 



MAnguerAs pArA  

67

 

6666

Ho
se

s f
or

 c
he

m
ic

al
 p

ro
du

ct
s

Hoses for steam

� Interior mm. � Exterior mm. Roll mts. Code

3 5 25 AS33000305C

4 7 25 AS33000407C

5 8 25 AS33000508C

6 9 25 AS33000609C

7 10 25 AS33000710C

8 12 25 AS33000812C

8 15 25 AS33000815C

8 18 25 AS33000818C

10 14 25 AS33001014C

10 16 25 AS33001016C

12 18 25 AS33001218C

14 20 25 AS33001420C

16 24 25 AS33001624C

20 30 25 AS33002030C

cHaracteristics Hose of natural latex with 40 shores of hardness.

applications Ideal hose for use in laboratories and medical usage.

temperatures From -40○C to +80○C. 

latex
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� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

13 25 17 61 AP970013025

16 28 17 61 AP970016028

19 32 17 61 AP970019032

25 38 17 61 AP970025039

32 46 17 61 AP970032046

38 54 17 61 AP970038052

51 67 17 40 AP970050068

63 81 17 40 AP970063081

76 96 17 40 AP970076096

102 124 17 20 AP970102124

STeam-232

cHaracteristics Red hose of EPDM rubber constructed around a 
mandrel with intertwined textile reinforcement  
of high tenacity and spiral steel threads. 

  

applications Ideal hose for pumping saturated steam up to  
+260°C and overheated steam up to +232°C.

temperatures From -40○C to +232○C.
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� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

13 25 7 61 AP969013025

16 28 7 61 AP969016028

19 31 7 61 AP969019031

25 37 7 61 AP969025037

30 45 7 61 AP969030045

32 47 7 61 AP969032045

35 50 7 61 AP969035050

38 54 7 61 AP969038054

40 56 7 61 AP969040056

45 61 7 61 AP969045061

51 68 7 40 AP969051068

60 80 7 40 AP969060080

63 81 7 40 AP969063081

70 88 7 40 AP969070088

76 94 7 40 AP969076094

note Also available with interior of white food quality EPDM rubber in compliance with FDA regulations.

cHaracteristics Black hose of EPDM rubber constructed around a 
mandrel with intertwined textile reinforcement of 
high tenacity.

applications Ideal hose for the suction of saturated steam.

temperatures From -40○C to +170○C. 

STeam-170
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� Interior mm. Thickness mm. Bar Pressure Roll mts. Code

25 2,30 30 30-60 AQ270025

32 2,30 25 30-60 AQ270032

38 2,30 25 30-60 AQ270038

42 2,30 20 30-60 AQ270042

45 2,30 20 30-60 AQ270045

52 2,30 15 30-60 AQ270052

55 2,50 15 30-60 AQ270055

60 2,50 15 30-60 AQ270063

70 2,60 15 30-60 AQ270070

75 2,60 15 30-60 AQ270075

80 2,80 15 30-60 AQ270080

90 2,80 15 30-60 AQ270090

100 3,00 15 30-60 AQ270100

110 3,00 15 30-60 AQ270110

125 3,00 15 30-60 AQ270125

150 3,00 10 30-60 AQ270150

200 3,50 8 30-60 AQ270200

cHaracteristics Flat hose with exterior of white synthetic material 
and interior of rubber and synthetic materials. 
Very flexible. Exterior thread treated with an anti-
damp system. Also, this thread contributes high 
abrasion-resistance to the hose.

applications It is an ideal hose for completing fire protection kits, 
for fire stations and civil construction.

temperatures From -30○C to +90○C. 

flat syntHetic
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� Interior mm. Thickness mm. Bar Pressure Roll mts. Code

25 2,25 30 30-60 AQ250025

45 2,25 20 30-60 AQ250045

70 2,40 20 30-60 AQ250070

cHaracteristics Flat red rubber hose constructed with polyester 
textile reinforcement. Excellent resistance to 
abrasion. Very light, flexible and heat-resistant,  
both for contact heat and radiant heat. 

applications It is the ideal hose for fire fighting systems, with 
maximum resistance and duration. Adequate for 
water transport and bilge pumps.

temperatures From -30○C to +50○C.

red flat

Hoses for food products 
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� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

30 43 10 40 AB040030

40 53 10 40 AB040040

50 63 10 40 AB040050

60 74 10 40 AB040060

70 84 10 40 AB040070

75 89 10 40 AB040075

80 96 10 20 AB040080

90 106 10 20 AB040090

100 116 10 20 AB040100

 

cHaracteristics Hose constructed around a mandrel with interior 
of non-toxic white NBR rubber and exterior of blue 
CR rubber which is abrasion resistant. It has an 
intertwined textile reinforcement of high tenacity  
and a helical steel spiral.
 

applications Ideal hose for suction and pumping of milk and 
derivatives in operations related to the dairy industry. 
Complies with FDA standards.

temperatures From -30○C a +120○C. 

milk
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milk Semi-CoRRUgaTed bUTyl

� Interior mm. Bar Pressure Radio curvatura Roll mts. Code

19 10 40 40 AP956000019

25 10 50 40 AP956000025

32 10 65 40 AP956000032

40 10 80 40 AP956000038

51 10 100 40 AP956000050

60 10 125 40 AP956000060

63 10 125 40 AP956000063

76 10 150 20 AP956000076

80 10 150 20 AP956000080

102 10 200 20 AP956000102

cHaracteristics Hose constructed around a mandrel with an interior 
of white non-toxic butyl rubber and exterior of blue 
semi-corrugated food quality rubber which is abrasion 
resistant. Intertwined textile reinforcement of high 
tenacity and double steel spiral.

applications Ideal hose for suction and pumping of multiple food 
fluids such as wine, beer, mineral water, high alcohol 
content drinks (max. 92%), fruit juices, milk and 
derivatives. Complies with FDA and BFR food standards.

temperatures From -20○C to +100○C. Steam wash at 130○C during 30 
min. Maximum peaks of 150○C.
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� Interior mm. � Exterior mm. Bar Pressure Empty mH2O Roll mts. Code

25 34 12 8 50 AD202025

30 39 11 8 50 AD202030

35 44 9,5 8 50 AD202035

40 49 9,5 8 50 AD202040

45 55 9 8 50 AD202045

50 61 8,5 8 50 AD202050

55 66 8 8 50 AD202055

60 72 7,5 8 50 AD202060

70 82 6,5 8 50 AD202070

75 87 6,5 8 50 AD202075

80 92 6,5 8 50 AD202080

90 103 5,5 8 30 AD202090

100 115 5 8 30 AD202100

110 124 4,5 8 30 AD202110

120 135 4 8 30 AD202120

125 140 3,5 8 30 AD202125

150 169 3 8 30 AD202150

160 181 1,8 7,5 20 AD202160

enoflex 

cHaracteristics Red hose made of flexible PVC and reinforced with 
non-deformable rigid PVC spiral, with smooth interior 
and exterior wall. Non-toxic and suitable for food 
use. Resistant to alcohols and chemical products in 
general. Curvature radius 5xDi.

applications Ideal hose for pumps for suction and pumping and 
decanting wine, must, vinegar, beer and alcohol  
(up to +28○C).

temperatures From -15○C to +65○C.
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� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

32 41,8 8 40 AH308032

35 43,8 8 40 AH308035

40 48,6 8 40 AH308040

45 54,6 8 40 AH308045

50 63,5 8 40 AH308050

55 66 8 40 AH308055

60 74,5 6 40 AH308060

65 79 6 20 AH308065

70 83,4 6 20 AH308070

75 91,7 6 20 AH308075

80 93 6 30 AH308080

90 103,5 5 20 AH308090

100 120 5 20 AH308100

kanaflex370 sd 

cHaracteristics Hose with interior white wall of EPDM, with textile 
reinforcement and exterior polyethylene spiral in 
green or orange colour (depending on diameter). 
Non-toxic and suitable for food use.

applications Ideal hose for the decanting of food liquids.

temperatures From -25○C to +60○C.
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� Interior mm. � Exterior mm. Bar Pressure Empty mH2O Roll mts. Code

20 30 13 8 50 AH305020

25 34 12 8 50 AH305025

30 39 11 8 50 AH305030

35 44 9,5 8 50 AH305035

40 49 9,5 8 50 AH305040

45 55 9 8 50 AH305045

50 61 8,5 8 50 AH305050

60 72 7,5 8 50 AH305060

70 82 6,5 8 50 AH305070

75 87 6,5 8 50 AH305075

80 92 6 8 50 AH305080

90 103 5,5 8 30 AH305090

100 115 5 8 30 AH305100

110 124 4,5 8 30 AH305110

125 140 3,5 8 30 AH305125

150 169 2 6 20 AH305150

cHaracteristics Blue hose made of flexible PVC with polymeric 
plasticizers. Reinforced with non-deformable rigid 
PVC spiral and a copper thread that provides anti-
static properties. Non-toxic and suitable for food use. 
Curvature radius 5XDi. 

applications Ideal hose for suction and pumping of fuels and 
mineral oils through pumps.

temperatures From -15○C to +60○C. 

olioflex

silicone Hoses for food  
and pHarmaceutical use
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sil reinforced

� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

6 15 12,98 6 AI367006

8 17 11,85 6 AI367008

10 19 10,98 6 AI367010

13 22 9,95 6 AI367013

16 25 9,13 6 AI367016

18 27 8,67 6 AI367018

20 29 8,26 6 AI367020

22 31 7,89 6 AI367022

25 34 7,39 6 AI367025

28 37 6,94 6 AI367028

32 41 6,42 6 AI367032

35 44 6,07 6 AI367035

38 47 5,74 6 AI367038

40 49 5,54 6 AI367040

42 51 5,35 6 AI367042

45 54 5,08 6 AI367045

50 59 4,67 6 AI367050

51 61 4,59 AI367051

63 74 3,76 6 AI367063

76 87 3,03 6 AI367076

90 101 2,36 6 AI367090

100 111 1,95 6 AI367100

102 113 1,87 6 AI367102

note The SIL REINFORCED hose can be used both in sections with free ends and in sections fitted with  
Stainless steel connectors such as CLAMP, SMS, DIN11851, GAS, etc.

cHaracteristics Translucent hose made of FDA silicone cured in 
platinum or peroxide and reinforced with polyester 
thread and a stainless steel spiral.

applications Ideal hose for the transport of liquid and semi-liquid 
products in pumps for the food, pharmaceutical, 
cosmetic and chemical industry, where a high level 
of aseptic quality is required in compliance with the 
FDA.

temperatures From -60○C to +200○C. 
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mesH sil

� Interior mm. � Exterior mm. Bar pressure Roll mts. Code

4,76 10 7 6 AI363004

6,35 13,2 7 6 AI363006

7,93 15 7 6 AI363008

9,52 16,6 7 6 AI363010

12,7 20,3 8 6 AI363012

15,87 24,5 8 6 AI363016

19,05 27,9 8 6 AI363019

22,2 31,3 8 6 AI363022

25,4 34,5 8 6 AI363025

31,75 40,8 8 6 AI363030

note The MESH SIL hose can be used both in sections with free ends and in sections fitted with Stainless steel 
connectors such as CLAMP, SMS, DIN11851, GAS, etc.

cHaracteristics Translucent hose made of FDA silicone cured in 
platinum or peroxide and reinforced with polyester 
thread.

applications Ideal hose for the transport of liquid and semi-liquid 
products in pumps for the food, pharmaceutical, 
cosmetic and chemical industry, where a high level 
of aseptic quality is required in compliance with the 
FDA.

temperatures From -60○C to +200○C. 
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Hoses for fumigation

extruded sil

� Interior mm. � Exterior mm. Roll mts. Code

From 1 to 35 From 0.5 thickness 25 AS300

cHaracteristics Translucent hose constructed through extrusion in 
non-toxic silicone, with isolating and anti-adherence 
properties.

applications Ideal hose for transport in pumps of a wide variety of 
applications in the food industry. Complies with the 
food standards FDA and BfR.

temperatures From -60○C to +200○C.
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� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

8 14 80 50 AF300408

10 17 80 50 AF300410

12 21 80 50 AF300412

16 25 80 50 AF300416

19 29 80 50 AF300419

fUmiflex-80

cHaracteristics Olive green hose made of flexible PVC and reinforced 
with polyester mesh. Resistant to atmospheric 
agents, hydrocarbons and suspended derivatives 
in compressed air and solutions. Flexible at low 
temperatures. 

applications Ideal hose for industrial and agricultural applications, 
mainly for compressed air and hydraulic systems.

temperatures From -15○C to +60○C. 

� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

8 13 40 50 AF320008

10 15,6 40 50 AF320010

12 18 40 50 AF320012

16 22 40 50 AF320016

19 26 40 50 AF320019

25 33 40 50 AF320025

fUmiflex-40

cHaracteristics Blue hose made of flexible PVC and reinforced 
with polyester mesh. Resistant to atmospheric 
agents, hydrocarbons and suspended derivatives 
in compressed air and solutions. Flexible at low 
temperatures.

applications Ideal hose for industrial and agricultural applications, 
mainly for compressed air and hydraulic systems.

temperatures From -15○C to +60○C.

mangueras de silicona para 
VeHÍculos industriales  
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silicone Hoses destined for industry

cHaracteristics Hose with interior of blue VMQ silicone (Vinyl 
Methyl Quality), reinforced with 3 layers of 
polyester material with high pressure resistance.
Interior and exterior appearance of a solid colour. 
Normally supplied in sections of 1 m, or on 
request in sections of up to 4 mts.

applications Ideal hose for refrigeration and heating systems 
in buses and trucks, as well as in other industrial 
applications that require temperature resistance.

temperatures From -60○C to +180○C.

� Interior mm. � Thickness 
mm. Bar Pressure Bar Explosion 

Pressure Code

6 4,2 11,5 35 AI350106

8 4,2 11,5 35 AI350108

10 4,2 9,5 29 AI350110

13 4,2 8,5 26 AI350113

16 4,2 7,2 22 AI350116

18 4,2 6,6 20 AI350118

19 4,2 6,6 20 AI350119

22 4,2 5,9 18 AI350192

25 4,2 5,6 17 AI350195

28 4,2 5,2 16 AI350200

30 4,2 4,9 15 AI350230

32 4,2 4,9 15 AI350232

35 4,2 4,6 14 AI350235

38 4,2 4,2 13 AI350238

40 4,2 3,9 12 AI350240

44 4,2 3,9 12 AI350244

50 4,2 3,6 11 AI350250

60 4,2 2,9 9 AI350260

70 4,2 2,8 8,5 AI350270

80 4,2 2,6 8 AI350280

90 4,2 2,3 7 AI350290

100 4,2 2,3 7 AI350300

In the silicone hoses destined for industry, the SIL 200 quality is the standard. Although it can also be supplied upon request 
and with any specifications from the client: silicone tubes with wire (SIL 700), ondulated and with high flexibility (SIL 800), 
with fibreglass reinforcement for high temperatures (SIL GLASS), oil-resistant silicone (SIL 200 R/A), elbows at 90º /45º /135º, 
reductions (both straight and curved), etc.

Within the silicones for the industry, we cover a wide range of applications destined for the automobile and naval industry. Any 
silicone tube can be supplied for turbo systems, both smooth or ondulated with wire. There is a possibility of manufacturing 
any special shape (elbow, tube reduction with ondulations, etc.) upon customer request. 

sil 200

note Consult for other measurements in straight, elbow, reductions, etc.

The most common measurements in straight sections are:
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sil glass. 

turboloader. special shapes. 

sil 800.

sil 700. 
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� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

2,5 4 36 200 AR655002

3 5 34 100 AR655003

4 6 27 100 AR655004

6 8 20 100 AR655006

8 10 15 100 AR655008

10 12 13 100 AR655010

12 14 11 50 AR655012

12 15 11 50 AR6550125

13 16 11 50 AR655013

note Other diameters and colours available upon request. Also available in boxes of 25 mts. (Code AR651) and in 
connector spiral format with the measurements indicated in the table of spirals in this page.

spirals (Code AR290)
� Interior mm. � Exterior mm. Length mts. Male thread inches

4 6 5/10/15/30 1/4”

6 8 5/10/15/30 1/4”

8 10 5/10/15/30 1/4”

10 12 5/10/15/30 3/8”

12 15 5/10/15/30 1/2”

cHaracteristics Hose made of semi-transparent polyamide. High 
mechanical resistance and resistance to chemical 
agents, with low gas permeability and water 
absorption. 

applications Ideal hose for use in pneumatics, hydraulics, gas, 
fluids, oils, lubricants, water, etc.

temperatures From -40○C to +100○C.

polyamide tube 
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� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

2,5 4 15 200 AR500003

4 6 13 100 AR500004

6 8 10 100 AR500006

7 10 12 100 AR500007

8 12 10 100 AR500009

10 14 8 50 AR500014

12 16 8,5 50 AR500016

note Other diameters and colours available upon request. Also available in boxes of 25 mts. (Code AR651) and in 
connector spiral format with the measurements indicated in the table of spirals in this page.

spirals (Code AR300)
� Interior mm. � Exterior mm. Length mts. Male thread inches 

4 6 5/7,5/10 1/4”

5,5 8 5/7,5/10 1/4”

7 10 5/7,5/10 1/4”

9 12 5/7,5/10 3/8”

cHaracteristics Hose made of blue polyurethane of 98 shores. High 
flexibility and with excellent elastic properties even  
at low temperatures. Very good chemical and 
abrasion resistance.

applications Ideal hose for use in pneumatics, oleodynamics, 
robotics and industrial machinery.

temperatures From -40○C to +80○C. 

polyuretHane tube
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� Interior mm. � Exterior mm. Bar Pressure Roll mts. Code

2 4 42 100 AR630002

4 6 25 100 AR630004

6 8 18 100 AR630006

8 10 14 100 AR630008

10 12 12 100 AR630010

12 14 10 100 AR630012

16 18 7 100 AR630016

17 20 5 100 AR630017

note Other diameters, colours and measurements available upon request. Other fluoropolymers can also be  
supplied upon request, such as FEP (Code AR640) and PVDF (Code AR658).

cHaracteristics Very flexible hose with high mechanical resistance, 
with excellent thermal qualities, optimal chemical 
and dielectric resistance. 

applications Ideal hose for use in the chemical and food industries, 
medical equipment and thermal and electric 
isolation.

temperatures Up to +260○C.

teflon tube
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� Interior mm. � Exterior mm. Working 
pressure Bar

Burst 
pressure Bar

Curvature  
radius mm. Code

5 10 25 100 25 RCVI0510

6 12 25 100 30 RCVI0612

7 13 25 100 35 RCVI0713

8 14 25 100 40 RCVI0814

9 14 20 80 40 RCVI0916

12 20 20 80 50 RCVI1220

15 24 15 60 60 RCVI1524

20 29 10 40 100 RCVI2029

25 35 8 30 200 RCVI2535

30 40 6 25 300 RCVI3040

40 50 6 25 400 RCVI4052

50 62 6 25 500 RCVI5062

cHaracteristics Hose with interior layer of black synthetic rubber 
which is resistant to oils and exterior layer with 
galvanised steel mesh.  

applications Ideal hose for conduit of hydraulic fluids, mineral  
oils, hydrocarbons, etc.

temperatures From -20○C to +90○C.

Hose witH steel braid
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� Interior mm. � Exterior mm. Working  
pressure Bar

Burst  
pressure Bar

Curvature  
radius mm. Code

3 7 20 80 15 RCGAD0307

4 8 20 80 20 RCGAD0408

5 11 20 80 25 RCGAD0511

6 12 20 80 30 RCGAD0612

8 13 15 60 40 RCGAD0813

9 16 15 60 45 RCGAD0916

12 20 10 40 50 RCGAD1218

cHaracteristics Hose with interior layer of black synthetic rubber 
which is resistant to oils and exterior layer with high 
tenacity textile braid.

applications Ideal hose for conduit of hydraulic fluids, mineral  
oils, hydrocarbons, etc.

temperatures From -20○C to +90○C. 

Hose for automotiVe industry
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� Interior inches � Interior mm. � Exterior mm. Working  
pressure Bar

Burst  
pressure Bar

Curvature  
radius mm. Code

 1/4” 6,4 13,4 75 300 40 RCVMAN0604

 5/16” 7,9 14,9 68 272 50 RCVMAN0605

 3/8” 9,5 16,5 63 252 60 RCVMAN0606

 1/2” 12,7 19,7 58 232 70 RCVMAN0608

 5/8” 15,9 23,9 50 200 90 RCVMAN0610

 3/4” 19 27 45 180 110 RCVMAN0612

1” 25,4 34,4 40 160 150 RCVMAN0616

cHaracteristics Hose with interior layer of black synthetic rubber 
which is resistant to oils and exterior layer of 
synthetic rubber which is resistant to oil, abrasion  
and the weather. It is also reinforced with textile 
mesh.  

applications Ideal hose for conduit of hydraulic fluids, mineral  
oils, hydrocarbons, etc.

temperatures From -40○C to +100○C, up to +125○C in discontinuous 
use.

HoSe en-854 2Te
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� Interior inches � Interior mm. � Exterior mm. Working  
pressure Bar

Burst  
pressure Bar

Curvature  
radius mm. Code

 1/4” 6,4 13,4 225 900 100 RCVMAN1104

  5/16” 7,9 15 215 850 115 RCVMAN1105

 3/8” 9,5 17,4 180 720 130 RCVMAN1106

 1/2” 12,7 20,6 160 640 180 RCVMAN1108

 5/8” 15,9 23,7 130 520 200 RCVMAN1110

 3/4” 19 27,7 105 420 240 RCVMAN1112

1” 25,4 35,6 88 350 300 RCVMAN1116

1” 1/4 31,8 43,5 63 250 420 RCVMAN1120

1” 1/2 38,1 50,6 50 200 500 RCVMAN1124

2” 50,8 64 40 160 630 RCVMAN1132

cHaracteristics Hose with interior layer of black synthetic rubber, oil 
resistant, and exterior layer of synthetic rubber which 
is resistant to oil, abrasion and weather. It is also 
reinforced with a metallic mesh.  

applications Ideal hose for use in low and medium pressure lines. 
Apt for fluids based on petroleum, water and for oils 
and lubricants.

temperatures From -40○C to +100○C, up to +125○C in discontinuous 
use.

Sae 100 R1aT en-853 1Sn 
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� Interior inches � Interior mm. � Exterior mm. Working  
pressure Bar

Burst  
pressure Bar

Curvature  
radius mm. Code

 3/8” 9,5 17 ,3 180 800 130 AK01AQP06

 1/2” 12 ,7 20 ,5 160 680 180 AK01AQP08

 5/8” 15 ,9 23 ,5 130 600 200 AK01AQP10

 3/4” 19 27 ,7 105 500 240 AK01AQP12

1” 25 ,4 35 ,8 88 360 300 AK01AQP16

1” 1/4 31 ,8 43 ,5 65 345 420 AK01AQP20

1” 1/2 38 ,1 50 50 290 500 AK01AQP24

2” 50 ,8 63 ,1 40 250 630 AK01AQP32

cHaracteristics Hose with interior layer of black synthetic rubber, 
resistant to hydraulic oil, and outer layer of blue 
synthetic rubber which is resistant to oil, abrasion and 
weather. It is also reinforced with a metallic mesh.

applications Ideal hose for use in low and medium pressure 
lines in extreme temperature conditions (melting, 
compressors, etc.). Apt for fluids based on petroleum, 
water and for oils and lubricants.

temperatures From -40○C to +135○C, up to +155○C in discontinuous 
use, limited to +110○C for air passage.

Sae 100 R1aT en-853 HigH TemPeRaTURe

� Interior inches � Interior mm. � Exterior mm. Working  
pressure Bar

Burst  
pressure Bar

Curvature  
radius mm. Code

 1/4” 6,4 14,8 207 828 86 AK376005M

  5/16” 7,9 17,2 155 620 102 AK376006M

13/32” 10,3 19,5 138 552 117 AK376008M

 1/2” 12,7 23,4 121 484 140 AK376010M

 5/8” 15,9 27,4 103 412 165 AK376012M

 7/8” 22,2 31,4 55 220 187 AK376016M

1 1/8” 28,6 38,1 43 172 229 AK376020M

1 3/8” 34,9 44,5 34 136 267 AK376024M

cHaracteristics Hose with interior layer of black synthetic rubber, 
resistant to hydraulic oil, and exterior layer of cotton 
covered in black synthetic rubber which is resistant to 
oil, abrasion and weather. It is also reinforced with a 
textile mesh and metallic mesh.

applications Ideal hose for use in low and medium pressure lines. 
Apt for fluids based on petroleum, water and for oils 
and lubricants. 

temperatures From -40○C to +100○C, up to +70○C for fluids based on 
water.
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� Interior inches � Interior mm. � Exterior mm. Working  
pressure Bar

Burst  
pressure Bar

Curvature  
radius mm. Code

 1/4” 6,4 15 400 1600 100 RCVMAN2204

  5/16” 7,9 16,6 350 1400 115 RCVMAN2205

 3/8” 9,5 19 330 1320 130 RCVMAN2206

 1/2” 12,7 22,2 275 1100 180 RCVMAN2208

 5/8” 15,9 25,4 250 1000 200 RCVMAN2210

 3/4” 19 29,3 215 850 240 RCVMAN2212

1” 25,4 38,1 165 650 300 RCVMAN2216

1” 1/4 31,8 48,3 125 500 420 RCVMAN2220

1” 1/2 38,1 54,6 90 360 500 RCVMAN2224

2” 50,8 67,3 80 320 630 RCVMAN2232

� DN nominal � Interior mm. � Exterior mm. Working  
pressure Bar

Burst  
pressure Bar Weight kg/mts. Code

13 13 25 250 625 0,51 RCVMANZK08

19 19 31 250 625 0,60 RCVMANZK12

25 25 39 250 625 0,95 RCVMANZK16

note The standard sections are 60-80-100 and 120 mts., they can be provided compressed with BSP male-female 
connectors.

cHaracteristics Hose with interior layer of black synthetic rubber, 
resistant to hydraulic oil, and outer layer of synthetic 
rubber which is resistant to oil, abrasion and weather. 
It is also reinforced with two metallic meshes.

applications Ideal hose for use in low and medium pressure lines. 
Apt for fluids based on petroleum, water and for oils 
and lubricants.

temperatures From -40○C to +100○C, up to +125○C in discontinuous 
use.

cHaracteristics Hose with interior of smooth black SBR rubber and 
exterior layer of SBR/NR rubber. Also, it is reinforced 
with two textile meshes.

applications High pressure cleaning of drainage tubes and heavy 
cleaning application with high pressure water. It has 
numerous advantages with respect to conventional 
hydraulic hoses for cleaning such as greater durability 
and lightness and higher resistance to abrasion.

temperatures From -30ºC to +80ºC

Sae 100 R2aT en-853 2Sn

drains
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� Interior inches � Interior mm. � Exterior mm. Working  
pressure Bar

Burst  
pressure Bar

Curvature  
radius mm. Code

 3/8” 9,5 21,4 445 1780 180 RCVMAN0906

 1/2” 12,7 24,6 415 1660 230 RCVMAN0908

 5/8” 15,9 28,5 350 1400 250 RCVMAN0910

 3/4” 19 31,5 350 1400 300 RCVMAN0912

1” 25,4 39,7 280 1120 340 RCVMAN0916

cHaracteristics Hose with interior layer of synthetic rubber, resistant 
to hydraulic oil, and exterior layer of black synthetic 
rubber, resistant to oil, abrasion and weather. It is 
also reinforced with four metallic meshes.
   

applications Ideal hose for use in lines of very high pressure.  
Apt for fluids based on petroleum, water, and for  
oils and lubricants.

temperatures From -40○C to +100○C, up to +125○C in discontinuous 
use.

Sae 100 R9R en-856 4SP

� Interior inches � Interior mm. � Exterior mm. Working  
pressure Bar

Burst  
pressure Bar

Curvature  
radius mm. Code

 1/4” 6,4 14,2 400 1600 75 AK0240604

  5/16” 7,9 16 350 1400 85 AK0240805

 3/8” 9,5 18,3 330 1320 90 AK0241006

 1/2” 12,7 21,5 275 1100 130 AK0241008

cHaracteristics Hose with interior layer of black synthetic rubber, 
resistant to high temperatures, and exterior layer 
of blue synthetic rubber resistant to oil, abrasion 
and weather. It is also reinforced with two metallic 
meshes.
   

applications Ideal hose for use in washing equipment with hot 
water on high pressure.

temperatures From -40○C to +135○C, up to +155○C in discontinuous 
use.
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� Interior  
inches � Interior mm. PTFE 

thickness mm. � Exterior mm. Working  
pressure Bar

Burst  
pressure Bar

Curvature  
radius mm. Code

 1/4” 6,4 0,7 9 175 700 45 RCVMAN0804

5/16” 7,9 0,7 10,8 150 600 50 RCVMAN0805

 3/8” 9,5 0,7 12,4 135 540 55 RCVMAN0806

 1/2” 12,7 0,7 15,7 120 480 70 RCVMAN0808

cHaracteristics Hose with interior layer of smooth Teflon, fire-
resistant and chemically inert, and exterior layer  
of 304 stainless steel mesh.

applications Ideal hose for the transport of corrosive chemical, 
food and pharmaceutical products as well as for the 
passage of steam, cryogenic gas unloading and air 
compressors. Apt for food use in accordance with 
FDA standards.

temperatures From -70○C to +260○C.

smootH ptfe witH stainless steel mesH

� Interior inches � Interior mm. � Exterior mm. Working pres-
sure Bar Burst pressure Bar Curvature radius 

mm. Code

 3/4” 19 32,2 420 1680 280 RCVMAN0412

1” 25,4 38,7 380 1520 340 RCVMAN0416

1” 1/4 31,8 45,5 325 1300 460 RCVMAN0420

1” 1/2 38,1 53,5 290 1160 560 RCVMAN0424

2” 50,8 68,1 250 1000 700 RCVMAN0432

cHaracteristics Hose with interior layer of synthetic rubber, resistant 
to hydraulic oil, and exterior layer of black synthetic 
rubber, resistant to oil, abrasion and weather. It is 
also reinforced with four metallic meshes.

applications Ideal hose for use in lines of very high pressure.  
Apt for fluids based on petroleum, water, and for  
oils and lubricants.

temperatures From -40○C to +100○C, up to +125○C in discontinuous 
use. 

en-856 4SH
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� Interior inches � Interior mm. � Exterior mm. Working  
pressure Bar

Burst  
pressure Bar

Curvature  
radius mm. Code

  3/16” 4,8 10 210 840 35 RCVMAN07VE73

 1/4” 6,4 11,8 200 800 50 RCVMAN07VE74

cHaracteristics Thermoplastic hose with interior layer of polyester 
elastomer and exterior layer of black polyurethane.
It is also reinforced with two textile meshes.

applications Ideal hose for use in high pressure hydraulic lines.  
Apt for the passage of oils, isocyanates, paints, 
varnishes and solvents.

temperatures From -40○C to +100○C, limited to +70○C  for air and 
fluids of aqueous solution.

Sae 100 R7 en-855

cHaracteristics Hose with interior layer of corrugated Teflon which  
is fire resistant and chemically inert, and exterior 
layer of 304 stainless steel mesh.

applications Ideal hose for the transport of corrosive chemical, 
food and pharmaceutical products as well as for the 
passage of steam, cryogenic gas unloading and air 
compressors. Apt for food use in accordance with 
FDA standards.

temperatures From -70○C to +260○C.

corrugated ptfe witH stainless steel mesH

� Interior  
inches � Interior mm. PTFE 

Thickness mm. � Exterior mm. Working  
pressure Bar

Burst  
pressure Bar

Curvature  
radius mm. Code

 3/8” 9,5 0,75 16,2 120 480 30 RCVMAN08C06

 1/2” 12,7 0,75 19,7 110 440 40 RCVMAN08C08

 3/4” 19 0,9 27,5 70 280 80 RCVMAN08C10

1” 25,4 1 34,3 50 200 100 RCVMAN08C12

� Interior inches � Interior mm. � Exterior mm. Working  
pressure Bar

Burst  
pressure Bar

Curvature  
radius mm. Code

  3/16” 4,8 10 325 1300 35 RCVMAN7733

 1/4” 6,4 11,9 300 1200 40 RCVMAN7744

  5/16” 7,9 14 240 960 50 RCVMAN7755

 3/8” 9,5 16 225 900 60 RCVMAN7766

 1/2” 12,7 20,5 175 700 75 RCVMAN7788

cHaracteristics Thermoplastic double hose with interior layer of 
polyamide and exterior layer of black polyurethane.
It is also reinforced with a metallic mesh.

applications Ideal hose for use in high pressure hydraulic lines.  
Apt for the passage of oils, isocyanates, paints, 
varnishes and solvents.

temperatures From -40○C to +100○C, limited to +70○C for air and 
fluids of aqueous solution.
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� Interior inches � Interior mm. � Exterior mm. Working  
pressure Bar

Burst  
pressure Bar

Curvature  
radius mm. Code

  3/16” 4,8 10 325 1300 35 RCVMAN7703

 1/4” 6,4 11,9 300 1200 40 RCVMAN7704

  5/16” 8 14 240 960 50 RCVMAN7705

 3/8” 9,5 16 225 900 60 RCVMAN7706

 1/2” 12,7 20,5 175 700 75 RCVMAN7708

cHaracteristics Thermoplastic hose with interior layer of polyamide 
and exterior layer of black polyurethane.It is also 
reinforced with a metallic mesh.

applications Ideal hose for use in high pressure hydraulic lines.  
Apt for the passage of oils, isocyanates, paints, 
varnishes and solvents.

temperatures From -40○C to +100○C, limited to +70○C for air and 
fluids of aqueous solution.

tHermoplastic witH a metallic mesH
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� Interior inches � Interior mm. � Exterior mm. Working  
pressure Bar

Burst  
pressure Bar

Curvature  
radius mm. Code

1/12” 2 5 630 1900 20 RCVMA00702

cHaracteristics Thermoplastic hose with interior layer of polyamide 
and exterior layer of black polyurethane. It is also 
reinforced with a textile mesh.

applications Ideal hose for pressure tap in pressure gauges.

temperatures From -40○C to +100○C, limited to +70○C for air and 
fluids of aqueous solution.

micro Hose

� Interior inches � Interior mm. � Exterior mm. Working 
pressure Bar

Burst  
pressure Bar

Curvature  
radius mm. Code

  5/16” 7,9 19,1 24 140 98 AK367008D

13/32” 10,6 23 24 140 120 AK367010D

 1/2” 12,7 25,4 24 140 135 AK367012D

cHaracteristics Hose with interior layer of neoprene/nylon/neoprene 
and exterior layer of black rubber which is resistant to 
abrasion, ozone and heat. It is also reinforced with a 
textile mesh.

applications Ideal hose for the passage of freon gas in air 
conditioning devices.

temperatures From -30○C to +95○C.

freon Hose

Hose guards
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� Interior mm. � Exterior mm. Roll mts. Code

13 16 20 RCVMANFL013

16 20 20 RCVMANFL016

20 25 20 RCVMANFL020

24 29 20 RCVMANFL024

27 32 20 RCVMANFL027

30 35 20 RCVMANFL030

35 40 20 RCVMANFL035

44 50 20 RCVMANFL044

50 56 20 RCVMANFL050

56 63 20 RCVMANFL056

65 75 20 RCVMANFL080

80 90 20 RCVMANFL080

100 112 10 RCVMANFL100

120 132 10 RCVMANFL120

cHaracteristics Guard made of a high-quality polyethylene spiral.

applications Ideal protection for hydraulic and pneumatic tubes 
from friction and wear.

temperatures +60○C. 

spiral protection

Ho
se

 g
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s

� Interior mm Roll mts. Code

10 40 CH3500010

15 40 CH3500015

20 40 CH3500020

22 40 CH3500022

25 40 CH3500025

30 40 CH3500030

35 40 CH3500035

40 40 CH3500040

50 25 CH3500050

60 25 CH3500060

75 25 CH3500075

100 25 CH3500100

125 15 CH3500125

150 15 CH3500150

200 15 CH3500200

250 15 CH3500250

300 15 CH3500300

cHaracteristics Protection made of calcium silicate and covered in 
red fireproof silicone.

applications Ideal protection for tubes and cables in the presence 
of flames or high temperatures.

temperatures The external layer supports temperatures of +350○C 
(up to +400○C in discontinuous use). The internal 
layer supports temperatures of +700○C. 

fire guard
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� Interior mm. Roll mts. Code

18 3 RCVMANSG084

22 3 RCVMANSG097

25 3 RCVMANSG106

33 3 RCVMANSG131

42 3 RCVMANSG155

48 3 RCVMANSG170

52 3 RCVMANSG180

58 3 RCVMANSG200

cHaracteristics Protection made of a steel spiral.

applications Ideal protection for hydraulic tubes from friction  
and wear.

spring protection

connectors and accesories
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clamps and flanges

supra clamp

� mm.
17-19

19-21

21-23

23-25

25-27

27-29

29-31

31-34

34-37

37-40

40-43

43-47

47-51

51-55

55-59

59-63

63-68

68-73

73-79

79-85

85-91

91-97

97-104

104-112

112-121

121-130

130-140

140-150

150-162

162-174

174-187

187-200

200-213

213-226

226-239

239-252

252-265

265-278

 
 

asfa clamp

� mm.
8-12

8-16

12-22

16-27

20-32

25-40

30-45

32-50

40-60

50-70

60-80

70-90

80-100

90-110

100-120

110-130

120-140

130-150

140-160

150-170

160-180

170-190

180-200

190-210

200-220

210-230

220-240

230-250

250-270

260-280

270-290

280-300

290-310

300-320

 

materials Zinc plated steel and stainless steel.materials Zinc plated steel and stainless steel.

CODE 
Zinc plated steel FA563
Stainless steel FA564

CODE 
Zinc plated steel FA5650
Stainless steel FA5654

2 ear clamp

� mm.
5-7

7-9

9-11

11-13

13-15

15-18

17-20

18-21

20-23

22-25

23-27

25-28

28-31

31-34

34-37

37-40

40-43

43-46

 
 

safety clamp din 2817

� Hose mm. � ext. MIN-MAX mm.
13x5 22-24

19x6 30-33

25x6 36-39

32x6 43-46

32x8 53-56

38x8 53-56

50x8 64-67

50x10 69-71

63x8 78-82

75x8 89-94

80x8 94-97

80x10 98-101

90x6 102-104

100x8 114-119

 

grooVed cable ties

Width mm. Length mm. Colours Quantity
2,5 160 Blanco/Negro 100

2,5 200 Blanco/Negro 100

3,6 140 Blanco/Negro 100

3,6 200 Blanco/Negro 100

4,8 200 Blanco/Negro 100

4,8 300 Blanco/Negro 100

7,6 430 Blanco/Negro 100

7,6 450 Blanco/Negro 100

7,6 750 Blanco/Negro 100

 

materials Zinc plated steel and stainless steel.

materials Aluminium and stainless steel.

materials Nylon

CODE 
Zinc plated steel FA5825
Stainless steel FA5826

CODE 
White FA571
Black FA572

CODE 
Aluminium CG53180K
Stainless steel CG53180L

notes Other figures available upon request.
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spHerical connectors
The Spherical connectors are suitable for applications in agriculture, industry, public works, water decanting and for  
general use.
 
materials
 

galVanised iron stainless steel

Sp
he

ric
al
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on

ne
ct
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pawl link male tHread spHerical male tHread

pawl link for Hose

Closure type � Hose mm.
C-03 35

C-03 40

C-03 45

C-03 50

C-03 60

C-05 60

C-05 70

C-07 70

C-07 75

C-07 80

C-07 90

C-10 100

C-10 110

C-12 120

C-12 125

C-15 140

C-15 150

C-15 160

C-20 200

C-25 250

C-30 300

 

Closure type Male thread inches
C-03 1”

C-03 1” 1/4

C-03 1” 1/2

C-03 2”

C-05 2”

C-07 2” 1/2

C-07 3”

C-10 4”

C-15 5”

C-15 6”

C-20 8”

C-25 10”

C-30 12”

spHerical for Hose

Closure type � Hose mm.
C-03 35

C-03 40

C-03 45

C-03 50

C-03 60

C-05 60

C-05 70

C-07 70

C-07 75

C-07 80

C-07 90

C-10 100

C-10 110

C-12 120

C-12 125

C-15 140

C-15 150

C-15 160

C-20 200

C-25 250

C-30 300

 

Closure type Male thread inches
C-03 1”

C-03 1” 1/4

C-03 1” 1/2

C-03 2”

C-07 2” 1/2

C-07 3”

C-10 4”

C-15 5”

C-15 6”

C-20 8”

C-25 10”

C-30 12”

 

CODE 
Galvanised iron CB114
Stainless steel CB208

CODE 
Galvanised iron CB119
Stainless steel CB209

CODE 
Galvanised iron CB118
Stainless steel CB205

CODE 
Galvanised iron CB115
Stainless steel CB206

Sp
he
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curVed pawl link for Hose 

Closure type � Hose mm.
C-03 35

C-03 40

C-03 45

C-03 50

C-05 60

C-05 70

C-07 75

C-07 80

C-07 90

C-10 100

C-10 110

C-12 120

C-12 125

C-15 140

C-15 150

C-15 160

C-20 200

C-25 250

C-30 300

 

ball end ring

Closure type
C-03

C-05

C-07

C-10

C-12

C-15

C-20

C-25

C-30

 

pawl link cap

Closure type
C-03

C-05

C-07

C-10

C-12

C-15

C-20

C-25

C-30

 

spHerical female tHread

Closure type Female thread inches
C-03 1”

C-03 1” 1/4

C-03 1” 1/2

C-03 2”

C-07 2” 1/2

C-07 3”

C-10 4”

C-15 5”

C-15 6”

C-20 8”

C-25 10”

C-30 12”

 

spHerical cap 
 

Closure type
C-03

C-05

C-07

C-10

C-12

C-15

C-20

C-25

C-30

 

pawl link for welding 
 

Closure type
C-03

C-05

C-07

C-10

C-12

C-15

C-20

C-25

C-30

 

CODE 
Galvanised iron CB130
Stainless steel CB210

CODE 
Galvanised iron CB120
Stainless steel CB216

CODE 
Galvanised iron CB116
Stainless steel CB207

CODE 
Galvanised iron CB111 
Stainless steel CB201

CODE 
Galvanised iron CB129 
Stainless steel CB204

CODE 
Galvanised iron CB125 
Stainless steel CB212
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note Other figures available upon request. note Other figures available upon request.

spHerical for welding 

Closure type
C-03

C-05

C-07

C-10

C-12

C-15

C-20

C-25

C-30

 

o-Ring Seal 

Closure type
C-03

C-05

C-07

C-10

C-12

C-15

C-20

C-25

C-30

 

HoSe - male THRead ConneCTion

Male thread inches � Shank mm. Length mm.

1” 33 90

1” 1/4 42 90

1” 1/2 48 90

2” 60 90

2” 1/2 75 110

3” 89 110

4” 112 130

HoSe - HoSe ConneCTion

� Shank mm. Length mm.
6 50

8 50

10 50

13 60

16 60

20 120

25 120

30 120

35 120

40 120

45 120

50 120

60 120

65 130

70 140

75 180

80 180

90 180

100 200

110 230

120 230

125 240

140 240

150 240

200 400

CODE 
Galvanised iron CB112
Stainless steel CB202

CODE 
Galvanised iron CB1370
Stainless steel CB237

CODE 
Galvanised iron CB1372
Stainless steel CB238

CODE  DA398

Ba
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bauer connectors
The Bauer connectors are suitable for general use in industry, construction, etc. 
 
 
materials
 

galVanised iron stainless steel

male bauer for Hose

male bauer male tHread

Closure type � Hose mm.
50 50

50 60

76 70

76 75

89 80

89 90

108 100

108 110

133 125

133 140

159 150

159 160

 

Closure type Male thread inches
50 1” 1/2

50 2”

76 2” 1/2

89 3”

108 4” 

133 5”

159 6”

 

female bauer for Hose

female bauer male tHread

Closure type � Hose mm.
50 50

50 60

76 70

76 75

89 80

89 90

108 100

108 110

133 125

133 140

159 150

159 160

 

Closure type Male thread inches
50 1” 1/2

50 2”

76 2” 1/2

89 3”

108 4” 

133 5”

159 6”

 

bauer seal

Closure type
50

76

89

108

133

159

 

male bauer end cap

Closure type
50

76

89

108

133

159

 

female bauer end cap

Closure type
50

76

89

108

133

159

 

CODE 
Galvanised iron CB306 
Stainless steel CB606

CODE 
Galvanised iron CB308 
Stainless steel CB608

CODE DA415

CODE 
Galvanised iron CB305 
Stainless steel CB605

CODE 
Galvanised iron CB307 
Stainless steel CB607

CODE 
Galvanised iron CB310 
Stainless steel CB610

CODE 
Galvanised iron CB309 
Stainless steel CB609
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note Other figures available upon request.

male umt for Hose

Closure type � Hose mm.
50 35

50 40

50 45

50 50

70 60

70 70

70 75

89 80

89 90

108 100

108 110

133 125

159 150

 

Closure type Male thread inches
50 1” 1/2

50 2”

70 2” 1/2

89 3”

108 4” 

133 5”

159 6”

 

female umt for Hose

Closure type � Hose mm.
50 35

50 40

50 45

50 50

70 60

70 70

70 75

89 80

89 90

108 100

108 110

133 125

159 150

 

Closure type Male thread inches
50 1” 1/2

50 2”

70 2” 1/2

89 3”

108 4” 

133 5”

159 6”

 

Closure type
50

70

89

108

133

159

 

Closure type
50

70

89

108

133

159

 

Closure type
50

70

89

108

133

159

 

umt connectors
The UMT connectors are indicated for general use in agriculture, industry, construction, etc.
 
 
materials
 

galVanised iron stainless steel

U
M

T 
co
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CODE 
Galvanised iron CB534 
Stainless steel CB704

CODE 
Galvanised iron CB536 
Stainless steel CB706

CODE DA510 CODE 
Galvanised iron CB541 
Stainless steel CB709

CODE 
Galvanised iron CB542 
Stainless steel CB708

CODE 
Galvanised iron CB533 
Stainless steel CB703

CODE 
Galvanised iron CB535 
Stainless steel CB705

male umt male tHread female umt male tHread

umt seal umt male cap umt female cap

Ex
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express connectors
The Express connectors are symmetrical connectors and are used for applications of air with a nominal pressure of 16 bar. 
The distance between hooks is of 42 mm.
 
materials
 

bronZe

� Hose mm.
10

13

16

19

25

 

Female thread inches
1/4”

3/8”

1/2”

3/4”

1”

 

Male thread inches 
1/4”

3/8”

1/2”

3/4”

1”

 

materials  NBR 

CODE CE511

CODE CE516 CODE DA507

CODE CE513 CODE CE515

exPReSS - CaP exPReSS - Seal

exPReSS - HoSe exPReSS - female THRead exPReSS - male THRead
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gUillemin - male THRead  
witH closure

DN Male thread inches
20 3/4”

25 1”

30 1 1/4”

40 1 1/2”

50 2”

65 2 1/2”

80 3”

100 4”

 

gUillemin - female THRead wiTH 
closure

DN Female thread inches
20 3/4”

25 1”

30 1 1/4”

40 1 1/2”

50 2”

65 2 1/2”

80 3”

100 4”

 

gUillemin - male THRead  
witHout closure

DN Male thread inches
20 3/4”

25 1”

30 1 1/4”

40 1 1/2”

50 2”

65 2 1/2”

80 3”

100 4”

 

gUillemin - female THRead  
witHout closure

DN Female thread inches
20 3/4”

25 1”

30 1 1/4”

40 1 1/2”

50 2”

65 2 1/2”

80 3”

100 4”

 

CODE 
Aluminium CC204
Stainless steel CC404
Polypropylene CC2650
Bronze CC220

CODE 
Aluminium CC206
Stainless steel CC425
Polypropylene CC2652
Bronze CC222

CODE 
Aluminium CC210
Stainless steel CC327

CODE 
Aluminium CC208
Stainless steel CC325
Bronze CC224

note Other figures available upon request.

guillemin connectors
These connectors are especially indicated for use in applications of transport for powder, petroleum, chemical and food 
products, with a nominal pressure of 16 bar.
 
materials
 

aluminium stainless steel polypropylene bronZe

Gu
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DN 
15-35

35-50

50-80

80-120

 

DN 
40

50

65

80

100

 

DN 
20

25

30

40

50

65

80

100

 

DN 
20

25

30

40

50

65

80

100

 

materials NBR, EPDM, Viton and PTFE.

DN 
20-120

 

materials Iron, bronce antichispas.

CODE 
Aluminium CC203 
Stainless steel CC315
Polypropylene CC280
Bronze CC219

CODE 
Aluminium CC202 
Stainless steel CC310
Bronze CC218

CODE 
NBR DA246 
EPDM DA245
Viton DA247
PTFE DA228

CODE 
Iron CC600120N 
Anti-spark bronze CC600151N 

CODE HL145

gUillemin - aRTiCUlaTed wRenCH

gUillemin - CaP wiTHoUT CloSURegUillemin - CaP wiTH CloSURe

gUillemin - SealS

gUillemin - fixed wRenCH

DN � Hose mm.
20 25

25 30

30 35

40 40

40 45

50 50

50 55

65 65

65 70

80 75

80 80

80 90

100 100

100 110

DN  DN
20 40

30 40

40 50

40 65

40 80

50 65

50 80

50 100

65 80

65 100

80 100

 

CODE 
Aluminium CC200 
Stainless steel CC305
Polypropylene CC270
Bronze CC216

CODE 
Aluminium CC212 
Stainless steel CC330
Polypropylene CC290
Bronze CC238

gUillemin - HoSe wiTH CloSURe gUillemin - RedUCeR wiTH CloSURe
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note Other figures available upon request.

kamlock connectors
These connectors are especially indicated for use in applications with chemical and powder products, hydrocarbons, 
shotcrete, paint, tar, pitch etc. with a nominal pressure of 17 bar. 

materials
 

aluminium stainless steel polypropylene bronZe

kamloCk - TyPe a

kamloCk - TyPe d

kamloCk - TyPe b

kamloCk - TyPe e

kamloCk - TyPe C

kamloCk - TyPe f

DN 
1/2”

3/4”

1”

1 1/4”

1 1/2”

2”

2 1/2”

3”

4”

5”

6”

 

DN 
1/2”

3/4”

1”

1 1/4”

1 1/2”

2”

2 1/2”

3”

4”

5”

6”

 

DN 
1/2”

3/4”

1”

1 1/4”

1 1/2”

2”

2 1/2”

3”

4”

5”

6”

 

DN 
1/2”

3/4”

1”

1 1/4”

1 1/2”

2”

2 1/2”

3”

4”

5”

6”

 

DN 
1/2”

3/4”

1”

1 1/4”

1 1/2”

2”

2 1/2”

3”

4”

5”

6”

 

DN
1/2”

3/4”

1”

1 1/4”

1 1/2”

2”

2 1/2”

3”

4”

5”

6”

 

Ka
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CODE 
Aluminium CD290
Stainless steel CD326
Polypropylene CD344
Bronze CD308

CODE 
Aluminium CD292
Stainless steel CD328
Polypropylene CD346
Bronze CD310

CODE 
Aluminium CD296
Stainless steel CD332
Polypropylene CD350
Bronze CD314

CODE 
Aluminium CD302
Stainless steel CD338
Polypropylene CD356
Bronze CD320

CODE 
Aluminium CD304
Stainless steel CD340
Polypropylene CD358
Bronze CD322

CODE 
Aluminium CD294
Stainless steel CD330
Polypropylene CD348
Bronze CD312

Ka
m
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kamloCk - TyPe dC kamloCk - TyPe dP kamloCk - CamS

kamloCk - SealS

DN 
1/2”

3/4”

1”

1 1/4”

1 1/2”

2”

2 1/2”

3”

4”

5”

6”

 

DN 
1/2” - 3/4”

1”

1 1/4” - 2 1/2”

3” - 4”

5”

6”

 

DN 
1/2”

3/4”

1”

1 1/4”

1 1/2”

2”

2 1/2”

3”

4”

5”

6”

 

DN 
1/2”

3/4”

1”

1 1/4”

1 1/2”

2”

2 1/2”

3”

4”

5”

6”

 

materials NBR, EPDM, Viton,  
PTFE, PTFE/BUNA.

CODE 
NBR DA326
EPDM DA330
Viton DA306
PTFE DA350
PTFE/BUNA DA324

CODE 
Aluminium CD300
Stainless steel CD3438
Polypropylene CD354
Bronze CD324

CODE 
Aluminium CD298
Stainless steel CD3430
Polypropylene CD352
Bronze CD325

CODE 
Stainless steel CD368
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storZ connectors
The Storz connectors are used for applications in hydrocarbons, powder products, irrigation with submersible pumps, motor 
pumps and fire protection applications with a nominal pressure of 12 bar.
 
materials

forged aluminium

SToRz - HoSe

SToRz - RedUCeR

SToRz - female THRead

SToRz - male THRead

Closure type � Hose mm.
25-D 19

25-D 25

52-C 25

52-C 32

52-C 38

52-C 45

52-C 52

75-B 65

75-B 70

75-B 75

110-A 100

110-A 110

 

Closure type Closure type
52-C 25-D

75-B 52-C

110-A 52-C

110-A 75-B

 

Closure type Female thread inches
25-D 3/4”

25-D 1”

52-C 1”

52-C 1” 1/4

52-C 1” 1/2

52-C 2”

52-C 2“ 1/2

75-B 2”

75-B 2“ 1/2

75-B 3”

110-A 4”

 

Closure type Male thread inches
25-D 3/4”

25-D 1”

52-C 1”

52-C 1” 1/4

52-C 1” 1/2

52-C 2”

52-C 2“ 1/2

75-B 2”

75-B 2“ 1/2

75-B 3”

110-A 4”

 

SToRz - CaP wiTH CHain

Closure type
25-D

52-C

75-B

110-A

 

SToRz - SealS

Closure type
25-D

52-C

75-B

110-A

 

materials NBR, EPDM.

CODE CG272

CODE CG276

CODE CG280

CODE CG274

CODE CG278

CODE 
NBR DA282
EPDM DA283

Co
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materials NBR

connectors for mortar
The connectors for mortar are connectors that are made of zinc-plated iron for a maximum working pressure of 50 bar.  

 
materials
 

Zinc plated steel

moRTaR - adaPToR foR HoSe

moRTaR - adaPToR wiTH female 
tHread

moRTaR - SHank ComPReSS

moRTaR - CoUPling wiTH female 
tHread

moRTaR - bell ComPReSS

moRTaR - Seal

moRTaR - CoUPling foR HoSe

Closure type mm. � Hose mm.
41 25

49,5 35

63 50

Closure type mm. Female thread inches
41 1”

49,5 1” 1/4

63 2”

Male thread inches � Hose mm.
1” 27

Closure type mm. Female thread inches
42 1”

51 1” 1/4

64 2”

� Interior Manguera
25x7

35x7

50x9

Closure type mm.
42

51

64

Closure type mm. � Hose mm.
42 25

51 35

64 50

notes Available with and without safety collar for 
compressing

notes Available with and without safety collar for 
compressing

CODE CE552

CODE CE543

CODE CE553025

CODE CE562

CODE CE542

CODE CE544

CODE CE575
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connectors for compressed air

 
materials
 

steel

Co
nn

ec
to

rs
 fo

r c
om

pr
es

se
d 

ai
r

connectors for Hose

Female thread inches
1/4”

3/8”

1/2”

3/4”

1”

1” 1/4

 

� Hose mm. 
10

13

19

25

 

Male thread inches
1/4”

3/8”

1/2”

3/4”

1”

1” 1/4

 

� Hose mm. 
19

25

38

50

 

� Hose inches Ext. MIN-MAX mm.
3/8” 19-24

1/2” 20-29

3/4” 28-34

1” 32-40

1” 1/4 39-49

1” 1/2 48-60

2” 60-76

3” 95-114

4” 108-118

 

materials NBR

CODE CE515

CODE CE572

CODE CE516 CODE DA507

CODE CE511 CODE CE521 CODE CE513

Co
nn

ec
to

rs
 fo

r c
om

pr
es

se
d 

ai
r

� Hose mm. Ext. MIN-MAX mm.
13x23 20-24

16x26 24-28

19x30 31-33

25x36 36-39

 

Male thread inches Male thread inches
1/2” 1/2”

3/4” 3/4”

1” 1”

3/4” 1”

1” 1/2 2”

2” 2”

2” 3”

3” 3”

Male thread inches Female thread inches
3/4” 3/4”

3/4” 1”

1” 3/4”

� Hose mm. 
19

25

38

50

� Hose inches Ext. MIN-MAX mm.
1” 1/2 55-62

2” 63-70

 

CODE CE520

CODE CE572 CODE CE506

CODE CE519

CODE CB137

connector female 
THRead - din 3482

witH wing nutwitH safety nerVes  
for claw clamps

connector male 
THRead - din 3481

screw cap in  
accordance  
witH din 3484 

seal 

safety clamp

safety clamp witH claw

ConneCToR male-maleConneCToR male-female

HoSe-HoSe fiTTing

HigH safety clamp 4 bolts
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Ba
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el
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to
rs

Ge
ka

 c
on
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ct
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s

geka connectors
The Geka connectors are symmetrical connectors for water and general use, with a nominal pressure of 20 bar. The distance 
between hooks is 40 mm.
 
materials
 

bronZe

geka - CaP

geka - HoSe

� Hose mm.
10

13

16

19

25

32

 

geka - female THRead

Female thread inches
3/8”

1/2”

3/4”

1”

1” 1/4

1” 1/2

 

geka - male THRead

Male thread inches
3/8”

1/2”

3/4”

1”

1” 1/4

1” 1/2

 

 

geka - Seal

materials NBR

CODE CF4500

CODE CF4503

CODE CF4501

CODE DA117

CODE CF4502

barcelona connectors
The Barcelona type connectors are manufactured in accordance with standard UNE-23400 for use against fire. Depending on 
the manufacturing material, its applications vary.
 
materials
 

forged aluminium forged brass

baRCelona - male THRead

DN Male thread inches
25 1”

45 1” 1/2

70 2” 1/2 

100 4”

 

baRCelona - HoSe

DN � Hose mm.
25 25

45 45

70 70

100 100

baRCelona - CaP

DN
25

45

70

100

 

baRCelona - Seal

DN
25

45

70

100

 

baRCelona - female THRead

DN Female thread inches
25 1”

45 1” 1/2

70 2” 1/2 

100 4”

 

baRCelona - RedUCeR

DN DN
45 25

70 45

100 70

 

materials NBR

CODE 
Forged aluminium CH1590
Forged brass CH119

CODE 
Forged aluminium CH1650
Forged brass CH1652

CODE DA162

CODE 
Forged aluminium CH155
Forged brass CH117

CODE 
Forged aluminium CH1595
Forged brass CH121

CODE 
Forged aluminium CH1631
Forged brass CH1635
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Tw - Seal foR mk

DN 
50

80

100

 
 

Tw - Seal foR mb CaP

DN 
50

80

100

 
 
 

materials NBR, Viton, Hypalon materials NBR, Viton, Hypalon

Ta
nk

w
ag

en
 (T

W
) c

on
ne

ct
or

s

Tankwagen (Tw) ConneCToRS
The TW connectors are manufactured in accordance with standard DIN 28450 with a working pressure of 16 bar, ideal for 
loading and unloading petroleum, chemical products and food products.  

materials
 

aluminium stainless steel bronZe

Tw - female mk

DN Female thread inches
50 2”

80 3”

100 4”

 

Tw - Vb-TyPe CaP foR mk

DN 
50

80

100

  

Tw - mb-TyPe CaP foR Vk

DN 
50

80

100

 

Tw - male Vk

DN Female thread inches
50 1” 1/2

50 2”

80 3”

100 4”

 

materials Bronze, Stainless steelmaterials Bronze, Stainless steel

materials Aluminium, Stainless steel, Bronze materials Aluminium, Stainless steel, Bronze

CODE 
Stainless steel CG288  
Bronze CG290

CODE 
Aluminium CG306
Stainless steel CG310 Bronze 
CG308

CODE 
NBR DA710
Viton DA711 
Hypalon DA712

CODE 
Stainless steel CG289  
Bronze CG291

CODE 
Aluminium CG305
Stainless steel CG309 Bronze 
CG307

CODE 
NBR DA714
Viton DA717 
Hypalon DA716

Ta
nk

w
ag

en
 (T

W
) c

on
ne

ct
or

s

Tw - Seal foR Vk and mk female 
tHread

DN 
50

80

100

 

materials PTFE, PU, NBR

CODE 
PTFE DA723
PU DA725
NBR RG148
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CODE CJR092 CODE CJR090
note Other measurements or figures available upon request.

Br
as

s c
on

ne
ct
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s

brass connectors
Connectors apt for use in irrigation and plumbing. 

materials
 

brass

double adaptor

Male thread inches
1/8”

1/4”

3/8”

1/2”

3/4”

1”

1” 1/4

1” 1/2

2”

2” 1/2

3”

4”

 

sHank witH loose nut female 
tHread

Female thread inches � Shank mm.
1/2” 15

3/4” 20

1” 25

1” 1/4 30

1” 1/2 35

1” 1/2 40

2” 50

3” 75

  

t witH female tHread

Female thread inches
1/2”

3/4”

1”

1” 1/4

1” 1/2

2”

2” 1/2

3”

 

reducer adaptor

Roscas macho pulgadas
1/2” 3/8”

3/4” 3/8”

3/4” 1/2”

1” 1/2”

1” 3/4”

1” 1/4 3/4”

1” 1/4 1

1” 1/2 1

1” 1/2 1” 1/4

2” 1” 1/4

2” 1” 1/2

2” 1/2 2”

3” 2”

3” 2”  1/2

4” 3”

 

90○ elbow witH female tHread

Female thread inches
1/2”

3/4”

1”

1” 1/4

1” 1/2

2”

2” 1/2

3”

 

90○ elbow wiTH male-female 
tHread

Thread inches
1/2”

3/4”

1”

1” 1/4

1” 1/2

2”

2” 1/2

3”

 

CODE CJR280

CODE CJR07

CODE CJR245

CODE CJR130

Br
as

s c
on

ne
ct

or
s

Hexagonal RedUCeR male-female

Male thread inches Female thread inches
3/8” 1/4”

1/2” 1/4”

1/2” 3/8”

3/4” 1/2”

1” 3/4”

1” 1/4 3/4”

1” 1/4 1

1” 1/2 1

1” 1/2 1” 1/4

2” 1” 1/2

2” 1/2 1” 1/4

2” 1” 1/2

2” 1/2 2”

3” 2”

3” 2” 1/2

4” 3”

nipple witH female tHread

Female thread inches
1/2”

3/4”

1”

1” 1/4

1” 1/2

2”

2” 1/2

3”

4"

 
 
 

sHank witH male tHread

Male thread inches � Shank mm.
3/8" 15

1/2" 15

1/2" 20

1/2" 25

3/4” 20

3/4” 25

3/4" 30

3/4" 35

1” 25

1” 1/4 30

1” 1/2 35

1” 1/2 40

2” 50

3” 75

wall busHing witH tigHtening 
nut

cap witH female tHread

Male thread inches
1/2”

3/4”

1”

1” 1/4

1” 1/2

2”

2” 1/2

3”

 

Female thread inches
1/4"

3/8”

1/2”

3/4”

1”

1” 1/4

1” 1/2

2”

2” 1/2

3”

 

cap witH male tHread

Male thread inches
1/4"

3/8”

1/2”

3/4”

1”

1” 1/4

1” 1/2

2”

2” 1/2

3”

 

CODE CJR241

CODE CJR06

CODE CJR300 CODE CJR293

CODE CJR170

CODE CJR290
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note Other measurements or figures available upon request.

St
ai
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es

s s
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s

stainless steel connections
Connectors apt for use in the chemical, food, nautical industries, etc. 

 
materials
 

stainless steel

double adaptor

Male thread inches
1/4”

3/8”

1/2”

3/4”

1”

1” 1/4

1” 1/2

2”

2” 1/2

3”

 

t witH female tHread

Female thread inches
1/4”

3/8”

1/2”

3/4”

1”

1” 1/4

1” 1/2

2”

2” 1/2

3”

 

sHank witH male tHread

Male thread inches � Shank mm.
1/4” 9

3/8” 11

1/2” 15

3/4” 20

1” 25

1” 1/4 33

1” 1/2 40

2” 51

2” 1/2 67

3” 80

reducer adaptor

Roscas macho pulgadas 
3/8” 1/4”

1/2” 3/8”

3/4” 1/2”

1” 3/4”

1” 1/4 1”

1” 1/2 1”

1” 1/2 1” 1/4

2” 1” 1/2

3” 2”

 

90○ elbow witH female tHread

Female thread inches
1/4”

3/8”

1/2”

3/4”

1”

1” 1/4

1” 1/2

2”

2” 1/2

3”

 

90○ elbow wiTH male-female 
tHread

Thread inches 
1/4”

3/8”

1/2”

3/4”

1”

1” 1/4

1” 1/2

2”

2” 1/2

3”

 

CODE RCIN04

CODE RCIN11

CODE RCIN15

CODE RCIN16

CODE RCIN14

CODE RCIN13

St
ai

nl
es

s s
te

el
 c

on
ne

cti
on

s

intersection welding witH male 
tHread

Male thread inches
1/4”

3/8”

1/2”

3/4”

1”

1” 1/4

1” 1/2

2”

2” 1/2

3”

  

nipple witH female tHread

Female thread inches
1/4”

3/8”

1/2”

3/4”

1”

1” 1/4

1” 1/2

2”

2” 1/2

3”

 

3-PieCe link female THRead 3-PieCe link female-male THRead

Female thread inches
1/2”

3/4”

1”

1” 1/4

1” 1/2

2”

2” 1/2

3”

 

Female thread inches
1/2"

3/4"

1"

1" 1/4

1" 1/2

2"

2" 1/2

3"

 

Hexagonal RedUCeR male-female

Male thread inches Female thread inches
3/8” 1/4”

1/2” 3/8”

1/2” 1/4”

3/4” 1/2”

1” 3/4”

1” 1/4 1”

1” 1/2 1” 1/4

2” 1” 1/2

3” 2”

 
 

cap witH male tHread

Male thread inches
1/4”

3/8”

1/2”

3/4”

1”

1” 1/4

1” 1/2

2”

2” 1/2

3”

 

CODE RCIN02

CODE RCIN06

CODE RCIN09 CODE RCIN10

CODE RCIN03

CODE RCIN01
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din 11851 - CaP foR HoSe

DN � Shank mm.
15 15

20 20

25 25

32 30

40 40

50 50

65 70

80 80

100 100

din 11851 - CaP nUT wiTH PiVoT

DN
15

20

25

30

40

50

65

80

100

DI
N

 1
18

51
 N

W
 C

on
ne

ct
or

s

din 11851 nw connectors
The stainless steel NW connectors are manufactured in accordance with standard DIN 11851, ideal for use in the 
food, chemical and pharmaceutical industry.  
 
materials
 

stainless steel

din 11851 - male weld

DN
15

20

25

32

40

50

65

80

100

din 11851 - SCRew

DN
15

20

25

32

40

50

65

80

100

din 11851 - CaP weld

DN
15

20

25

32

40

50

65

80

100

din 11851 - male foR HoSe

DN � Shank mm.
15 15

20 20

25 25

32 30

40 40

50 50

65 70

80 80

100 100

CODE CB271

CODE CB273

CODE CB278

CODE CB272

CODE CB277

CODE CB276

DI
N

 1
18

51
 N

W
 C

on
ne

ct
or

s

din 11851 - nw SealS

flat seals for cap nut
 

DN
15

20

25

32

40

50

65

80

100

lip seals for male nw 
 

DN
15

20

25

32

40

50

65

80

100

materials  NBR, EPDM, Siliconematerials  NBR, EPDM, Viton, Silicone

notes Other types of food connectors are available upon request, such 
as CLAMP, SMS, GAROLLA, etc. Converters and special pieces are 
also available.

CODE 
NBR FIC1007
EPDM CB274
Viton FIC1006
Silicone FIC1004

CODE 
NBR FIC1010
EPDM FIC015
Silicone FIC1020
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Cl
am
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clamp connectors
The Clamp connectors are used in the food, oenology and pharmaceutical sector. These are quick couplings of 
manual disconnection where the ends are symmetrical. Depending on the measurements, there are two types: 
millimeter clamp connector and inch clamp connector. 
 
materials

stainless steel

millimetre clamp incH clamp

DN
15

20

25

30

40

50

65

80

100

DN
1"

1"1/2

2"

2"1/2

3"

4"

clamp connector for  
millimeTRe-THiCk HoSe

DN � Shank mm. e.d. Plate
10 10 34

15 15 34

20 20 34

25 25 50,5

32 32 50,5

40 38 50,5

50 50 64

65 63 91

80 75 106

100 100 119

DN � Shank mm. e.d. Plate
1" 26,2 50,5

1"1/2 39 50,5

2" 51,6 64

2"1/2 64,3 77,5

3" 77 91

4" 102,5 119

clamp ferrule for welding  
millimetres

DN i.d. Tube e.d. Tube 
mm. e.d. Plate 

10 10 13 34

15 16 19 34

20 20 23 34

25 26 29 50,5

32 32 35 50,5

40 38 41 50,5

50 50 53 64

65 66 70 91

80 81 85 106

100 100 104 119

DN i.d. Tube e.d. Tube 
mm. e.d. Plate 

1" 22,10 25,40 50,50

1"1/2 34,80 38,10 50,50

2" 47,50 50,80 64,00

2"1/2 60,20 63,50 77,50

3" 72,90 76,20 91,00

4" 97,40 101,60 119,00

clamp connector for  
inCHeS-THiCk HoSe

clamp ferrule for welding 
incHes

CODE FIC194

CODE FIC190

CODE FIC184

CODE FIC180

CODE FIC191

CODE FIC181

Co
nn

ec
to

rs
 fo

r s
tr

ea
m

s a
nd

 sh
ot

cr
et

e

connectors for streams and sHotcrete
Connectors manufactured in zinc-plated iron for a maximum working pressure of 10 bar in dry applications and 40 bar in wet 
applications.   
  
materials
 

zinC-PlaTed STeel

quick connector for Hose

� Interior inches � Exterior mm.
3/4” 39

1” 47

1” 1/4 56

1” 1/2 62

quick connector witH female 
tHread

For hose � Interior inches
1” 1/4

1” 1/2

feRRUle HoSe - female THRead

� Interior inches � Exterior mm.
3/4” 39

1” 47

1” 1/4 56

1” 1/2 62

nitrile seal

CODE CE510

CODE CE510

CODE CE510

CODE CE510045
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ball ValVes female tHread

Female thread inches
1/4”

3/8”

1/2”

3/4”

1”

1” 1/4

1” 1/2

2”

2” 1/2

3”

4”

mini ball ValVe witH female 
tHread

Female thread inches
1/8”

1/4”

3/8”

1/2”

mini ball ValVe male-female

Thread inches 
1/8”

1/4”

3/8”

1/2”

tap witH male tHread for Hose

Male thread inches � Shank mm.
1/2” 20

3/4” 25

1” 25

materials Chrome-plated brass, stainless steel 

materials Chrome-plated brass 

materials Chrome-plated brass materials Chrome-plated brass 

ValVes, filters and taps

CODE 
Chrome-plated brass CI418
Stainless steel CI419

CODE CI429

CODE CI422 CODE CI422

Va
lv

es
, fi

lte
rs

 a
nd

 ta
ps

Va
lv

es
, fi

lte
rs

 a
nd

 ta
ps

foot ValVe for Hose

� Shank mm.
50

60

70

75

90

100

110

foot filter for Hose

� Shank mm.
50

60

70

75

80

90

100

110

125

150

filter witH male tHread

Male thread inches 
3/8”

1/2”

3/4”

1”

1” 1/4

1” 1/2

2”

2” 1/2

3”

cHeck ValVe witHout filter  
female tHread

Female thread inches
3/8”

1/2”

3/4”

1”

1” 1/4

1” 1/2

2”

2” 1/2

3”

materials Cast iron

materials Galvanised iron materials Stainless steel and Nylon

materials Brass

CODE CI410

CODE CI416

CODE CI328

CODE 
Stainless steel FIC204
Nylon CI325
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stainless steel butterfly ValVes
The butterfly valves, of manual or automatic activation, are mainly used for viscous liquids that contain solids, 
and in general for applications that require a flow that is not obstructed. They are used in the food industry, for 
drinks, oenology, oil production, cosmetics and chemicals. The maximum working temperature is 120 ºC and the 
maximum working pressure is 10 bar (DN25-DN100) and 8 bar (DN125-DN150). 

materials 

aisi-304 aisi-316

Ti
ps

, n
oz

zle
s a

nd
 p

um
ps

bUTTeRfly ValVe weld-weld

DN
25

32

40

50

65

80

100

125

150

bUTTeRfly ValVe female-male nw 
(din 11851)

bUTTeRfly ValVe ClamP-ClamP

DN
25

32

40

50

65

80

100

125

150

DN
25

32

40

50

65

80

100

125

150

bUTTeRfly ValVe female-female 
nw (din 11851)

bUTTeRfly ValVe iTa-iTa

DN
25

32

40

50

65

80

100

125

150

DN
25

32

40

50

65

80

100

125

150

bUTTeRfly ValVe male-male nw 
(din 11851)

DN
25

32

40

50

65

80

100

125

150

CODE FIC40003 CODE FIC40001

CODE FIC40004

CODE FIC40000

CODE FIC40006

CODE FIC40008

tips, noZZles and pumps

irrigation tip witH female tHread

Female thread inches
3/8”

1/2”

3/4”

spray cleaning gun

Female thread inches
1/2”

american noZZle

DN Female thread inches
25 1”

45 1” 1/2

german noZZle 3 effects

DN Male thread inches
25 1”

45 1” 1/2

70 2” 1/2

adjustable irrigation tip

Thread inches � Shank mm.
3/4” 20/25

materials   Brass  
application   Water

materials   Brass  
application   Water

materials   PVC, Aluminium
application   Fire protection

materials   Aluminium
application   Fire protection

materials   Brass, Rubber
application   Hot water

CODE CF105

CODE JA096

CODE CH1521

CODE CF107

CODE 
PVC CH1500
Aluminium CH1520
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note Other pump models are available upon request.
note  Consult for other models of reels.

CODE CAA245

Ti
ps

, n
oz

zle
s a

nd
 p

um
ps

automatic pump witH female tHread

manual pump witH female tHread

manual pump for Hose

Female thread inches � Ext. opening mm. Max. flow
1” 27 60 l/min.

Female thread inches � Ext. opening mm. Max. flow
1” 25 60 l/min.

� Shank mm. � Ext. opening mm. Max. flow
25 25 60 l/min.

materials   Aluminium and PVC  
application   Fuel passage

materials   Aluminium 
application  Fuel passage

materials   Polypropylene 
application   Passage of corrosive liquids

CODE CG2930500

CODE CG29342000

CODE CG293N1029

O
th

er
 a

cc
es

so
rie

s f
or

 h
os

es

otHer accessories for Hoses

pVc tank connector witH male 
tHread

Hose cart

Male thread inches 
1”

1” 1/4

1” 1/2

2”

Hose mm. Quantity mts.
15 70

19 50

Hose Holder

automatic Hose reel

Width mm. Height mm. Depth mm.

460 260 150

365 185 125

Type Use � Interior mm. Bar pressure Length mts.

Closed plastic Air and water

8 20 8

10 20 9

10 20 15

13 20 12

Type Use � Interior mm. Bar pressure Length mts.

Open metallic Air and water
10 20 10

10 20 20

CODE CAA245

CODE JA095

CODE JD082

CODE AVI01030

materials Plastic resin, stainless steel
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O
th

er
 a

cc
es
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or

 h
os

es

fire protection cabinet model 25

fire protection cabinet model 45 

Width mm. Height mm. Depth mm.
620 620 220

Width mm. Height mm. Depth mm.
600 450 130

notes  Consult for other models of fire protection cabinets.

Metallic painted cabinet with glass door folded reel with 20 mts. of semi rigid hose  
of 25 mm.

Metallic cabinet painted in red colour with door with visor and a reel with a radius of 
20 mts. of flat hose of 45 mm.

CODE CH200

CODE CH200

Hy
dr

au
lic

 a
nd

 p
ne

um
ati

c

quick pneumatic couplings

cHrome plated brass stainless steel

Hydraulic and pneumatic

Quick connections mini series operating pressure 0-12 bar
nominal diameter 5,5 mm.

coupling for Hose adaptor male tHread adaptor female 
tHread

coupling male tHread

Male thread inches 
1/8”

1/4”

3/8”

 

� Shank mm.
4

6

8

 

coupling female 
tHread

Female thread inches
1/8”

1/4”

3/8”

 

Male thread inches 
1/8”

1/4”

3/8”

 

Female thread inches
1/8”

1/4”

3/8”

 

coupling witH spring

� Muelle mm. 
6

8

 

CODE RVV0N111

CODE RVV0N115

CODE RVV0N112

 
CODE RVV0N211

CODE RVV0N113

CODE RVV0N212
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Quick connections according  
to iso standard 6150 b-12

Quick connections according  
to iso standard 6150 b-15

operating pressure 0-12 bar
nominal diameter 5,5 mm.

operating pressure 0-12 bar
nominal diameter 8 mm.

adaptor male tHread adaptor female 
tHread

adaptor for Hose

coupling male tHread

coupling male tHread

Male thread inches 
1/4”

3/8”

1/2”

 

Male thread inches 
3/8”

1/2”

 

Male thread inches 
1/4”

3/8”

1/2”

 

coupling female 
tHread

coupling female 
tHread

Female thread inches
1/4”

3/8”

1/2”

 

Female thread inches
3/8”

1/2”

 

Female thread inches
1/4”

3/8”

1/2”

 

� Shank mm. 
6

8

10

 

coupling for Hose

coupling for Hose

� Shank mm. 
6

8

10

 

� Shank mm. 
10

12

 

CODE CA430

CODE CA442

CODE CA436

CODE CA432

CODE CA444

CODE CA438

CODE CA434

CODE CA446

CODE CA440

coupling male tHread coupling female 
tHread

coupling for Hose

adaptor male tHread

Male thread inches 
3/8”

1/2”

 

Male thread inches 
1/4”

3/8”

1/2”

 

adaptor female 
tHread

Female thread inches
3/8”

1/2”

 

Female thread inches
1/4”

3/8”

1/2”

 

� Shank mm. 
6

8

10

12

 

adaptor for Hose

� Shank mm. 
10

12

 

multipress quick connections

operating pressure 0-12 bar
nominal diameter A single plug is compatible with 4 types of adapters: ISO6150 B-12 (5.5 mm), ITALIAN 

STANDARD (5 mm), GERMAN STANDARD (7.5 mm), SWEDISH STANDARD (5.5 mm).silicone

CODE CA448 CODE CA450 CODE CA452

coupling witH spring coupling for Hose

� Spring mm. 
6

8

 

� Shank mm.
4

6

8

 
 

CODE RVV0N213 CODE RVV0N215
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pneumatic connectors

Threaded accessories in chrome plated brass

double tapered adaptor

 
Male thread inches 

1/8”

1/4”

3/8”

1/2”

TaPeRed male-female RedUCeR

Male thread inches Female thread inches
1/4” 1/8”

3/8” 1/8”

3/8” 1/4”

1/2” 1/4”

1/2” 3/8”

exTenSion TaPeRed male-female

extension witH female tHread

Male thread inches Female thread inches
1/8” 1/8”

1/8” 1/4”

1/4” 1/4”

1/4” 3/8”

1/4” 1/2”

3/8” 3/8”

3/8” 1/2”

1/2” 1/2”

Female thread inches Female thread inches
1/4” 1/8”

3/8” 1/8”

3/8” 1/4”

1/2” 1/4”

1/2” 3/8”

nipple witH female tHread

Female thread inches
1/8”

1/4”

3/8”

1/2”

tapered reducer adaptor

Male thread inches Male thread inches
1/4” 1/8”

3/8” 1/8”

3/8” 1/4”

1/2” 1/4”

1/2” 3/8”

CODE RN020

CODE RN022

CODE RN021

CODE RN020

CODE RN024

CODE RN026

cap witH male tHread

Male thread inches 
1/8”

1/4”

3/8”

1/2”

900 elbow wiTH male-female 
tHread

Male thread inches Female thread inches
1/8” 1/8”

1/4” 1/4”

3/8” 3/8”

1/2” 1/2”

t witH female tHread

split witH female tHread

Female thread inches
1/8”

1/4”

3/8”

1/2”

Female thread inches
1/8”

1/4”

3/8”

1/2”

aluminium cross terminal

sHank witH male tHread

Female thread inches
1/8”

1/4”

3/8”

1/2”

� Shank mm. Male thread inches
6 1/8”

6 1/4”

8 1/8”

8 1/4”

9 1/4”

9 3/8”

12 1/4”

12 3/8”

12 1/2”

17 3/8”

17 1/2”

900 elbow witH female tHread

Female thread inches
1/8”

1/4”

3/8”

1/2”

CODE RN027

CODE RN031

CODE RN039

CODE RN040

CODE RN030

CODE RN032

CODE RN044
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straigHt male tHread

� Exterior mm. Male thread inches
4 1/8”

4 1/4”

6 1/8”

6 1/4”

6 3/8”

8 1/8”

8 1/4”

8 3/8”

10 1/4”

10 3/8”

12 1/4”

12 3/8”

12 1/2”

SwiVel elbow male THRead-TUbe

� Exterior mm. Male thread inches
4 1/8”

4 1/4”

6 1/8”

6 1/4”

6 3/8”

8 1/8”

8 1/4”

8 3/8”

10 1/4”

10 3/8”

10 1/2”

12 3/8”

12 1/2”

inTeRmediaTe elbow TUbe-TUbe

inTeRmediaTe T TUbe-TUbe

� Exterior mm. 
4

6

8

10

12

� Exterior mm. 
4

6

8

10

12

swiVel central t male  
THRead-TUbe

� Exterior mm. Male thread inches
4 1/8”

4 1/4”

6 1/8”

6 1/4”

8 1/8”

8 1/4”

8 3/8”

10 1/4”

10 1/4”

12 1/2”

STRaigHT inTeRmediaTe TUbe-TUbe

� Exterior mm. � Exterior mm. 
4 4

6 4

6 6

8 6

8 8

10 8

10 10

12 10

automatic thermoplastic connectors

CODE RSPC

CODE RSPL

CODE RSPT

CODE RSPUC

CODE RSPUL

CODE RSPUT

STRaigHT female THRead-TUbe RedUCeR TUbe-TUbe

� Exterior mm. Female thread inches
4 1/8”

6 1/8”

6 1/4”

8 1/8”

8 1/4”

10 1/4”

12 3/8”

� Exterior mm. Female thread inches
4 1/8”

6 1/8”

6 1/4”

8 1/8”

8 1/4”

10 1/4”

12 3/8”

inTeRmediaTe STRaigHT TUbe-TUbe

� Exterior mm. 
4

6

8

10

12

14

STRaigHT male THRead-TUbe

SwiVel elbow male THRead-TUbe inTeRmediaTe elbow TUbe-TUbe

� Exterior mm. Male thread inches
4 1/8”

4 1/4”

6 1/8”

6 1/4”

6 3/8”

8 1/8”

8 1/4”

8 3/8”

10 1/4”

10 3/8”

12 3/8”

12 1/2”

� Exterior mm. Male thread inches
4 1/8”

4 1/4”

6 1/8”

6 1/4”

8 1/8”

8 1/4”

8 3/8”

10 1/4”

10 3/8”

12 3/8”

12 1/2”

14 1/2”

� Exterior mm. 
4

6

8

10

12

14

automatic connectors in nickel plated brass with stainless steel ring

notes  Other measurements or figures available upon request.

CODE RSPCF CODE RSPR

CODE RN071

CODE RN075

CODE RN088

CODE RN079
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STRaigHT female THRead-TUbe

� Exterior mm. Female thread inches
4 1/8”

6 1/8”

6 1/4”

8 1/8”

8 1/4”

10 1/4”

10 3/8”

12 1/2”

STRaigHT male THRead-TUbe

inTeRmediaTe T TUbe-TUbe

� Exterior mm. 
4

6

8

10

12

14

inTeRmediaTe elbow TUbe-TUbe

� Interior mm. � Exterior mm. 
4 6

6 8

8 10

10 12

STRaigHT inTeRmediaTe TUbe-TUbe

� Interior mm. � Exterior mm. 
2,7 4

4 6

6 8

8 10

10 12

Semi-quick connectors in nickel plated brass

� Interior mm. � Exterior mm. Male thread inches
4 6 1/8”

4 6 1/4”

4 6 3/8”

6 8 1/8”

6 8 1/4”

6 8 3/8”

8 10 1/4”

8 10 3/8”

8 10 1/2”

10 12 3/8”

10 12 1/2

notes Other measurements or figures available upon request.

CODE RN085

CODE RN048

CODE RN051 CODE RN055

CODE RN073

elbow male THRead-TUbe

� Interior mm. � Exterior mm. Male thread inches
4 6 1/8”

4 6 1/4”

4 6 3/8”

6 8 1/8”

6 8 1/4”

6 8 3/8”

8 10 1/4”

8 10 3/8”

8 10 1/2”

10 12 3/8”

10 12 1/2”

T inTeRmediaTe TUbe-TUbe

� Interior mm. � Exterior mm. 
4 6

6 8

8 10

10 12

STRaigHT female THRead-TUbe

� Interior mm. � Exterior mm. Female thread inches
4 6 1/8”

4 6 1/4”

6 8 1/8”

6 8 1/4”

6 8 3/8”

8 10 1/4”

8 10 3/8”

10 12 1/2”

CODE RN053

CODE RN050

CODE RN056
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inTeRmediaTe T TUbe-TUbe

� Exterior mm. 
4

6

8

10

12

central t male tHread

� Exterior mm. Male thread inches
4 1/8”

6 1/8”

6 1/4”

8 1/4”

8 3/8”

10 3/8”

10 1/2”

12 1/2”

inTeRmediaTe elbow TUbe-TUbe

� Exterior mm. 
4

6

8

10

12

elbow male THRead-TUbe

� Exterior mm. Female thread inches
4 1/8”

6 1/8”

6 1/4”

8 1/4”

8 3/8”

10 3/8”

10 1/2”

12 1/2
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double tapered connectors in nickle plated brass

STRaigHT male THRead-TUbe

� Exterior mm. Male thread inches
4 1/8”

6 1/8”

6 1/4”

8 1/4”

8 3/8”

10 3/8”

10 1/2”

12 1/2”

STRaigHT inTeRmediaTe TUbe-TUbe

� Exterior mm. 
4

6

8

10

12

CODE RN250

CODE RN260

CODE RN266

CODE RN240

CODE RN262

CODE RN264

double taper

� Exterior mm. 
4

6

8

10

12

STRaigHT female THRead-TUbe

� Exterior mm. Female thread inches
4 1/8”

6 1/8”

6 1/4”

8 1/4”

8 3/8”

10 3/8”

10 1/2”

12 1/2”

reinforcement for double taper

� Interior mm. 
2,5

4

6

8

10

12

notes Other measurements or figures available upon request.

Pneumatic accessories

blow gun blow gun

Female thread inches
1/4”

Female thread inches
1/4”

materials   Plastic materials   Aluminium  

CODE RN251

CODE CA470020

CODE RN272

CODE RN274

CODE CA470001
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pressure regulator

Female thread inches Max. entry pressure Bar Flow Nl/m
1/4” 16 850

3/8” 12,5 1500

1/2” 12,5 2310

Hy
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curVed blow gun air inflator

drain tap

multiplier noZZle silencer

� Shank mm. 
6

8

brass noZZle for inflator

materials Plastic materials Aluminium 

Female thread inches
1/4”

Male thread inches 
1/4”

Male thread inches 
1/8”

1/4”

3/8”

1/2”

Male thread inches 
1/4”

CODE CA470007

CODE CA481

CODE CA472

CODE CAGFR

CODE CA470038

CODE CA456014

CODE RN107

water separator filter

Female thread inches Capacity cc. Flow Nl/m
1/4” 22 850

3/8” 42 2500

1/2” 100 3110

lubricator

Female thread inches Capacity cc. Flow Nl/m
1/4” 42 2060

3/8” 68 2000

1/2” 140 3550

regulator filter

Female thread inches Max. entry pressure Bar Capacity cc. Flow Nl/m
1/4” 16 22 850

3/8” 12,5 42 1500

1/2” 12,5 100 2310

notes All types of accessories for pneumatics can be supplied upon request.

CODE CAGFF

CODE CAGFL

CODE CAGFFR



159158

Hy
dr

au
lic

 a
nd

 p
ne

um
ati

c

Hy
dr

au
lic

 a
nd

 p
ne

um
ati

c

single piece connectors

SPeCial Two-PieCe ConneCToRS: 
italian system

Two PieCe ConneCToRS: iTalian 
system

connectors for 4sH Hoses

types Swivel nuts, straight, 45○ and  90○. Fixed 
and spherical male. 

passes BSP, JIC/SAE, Metric.

types Swivel nuts, straight, 45○ and 90○. Fixed and 
spherical males. 

passes ORFS, KOMATSU TYPE, JIS PARALLEL,  
JIC/SAE.

types Straight swivel nuts, flanges and tubulars 
in straight, 45○ and 90○. Flat swivel nuts, 
Aeroflip type. Fixed and spherical males.

passes BSP, JIC/SAE, Metric.

types Swivel nuts and flanges, 45○ and 90○ in one 
piece. Fixed and spherical males. 

passes BSP, JIC/SAE, Metric.

Connectors for pressure hoses with 
one, two and four meshes.

Connectors for pressure hoses with 
one, two and four meshes.

Connectors for pressure hoses with 
one, two and four meshes.

Connectors for 4SH hose with 
smooth interior.

din 2535 connectors for  
Hydraulic tube

connectors for welding seals

adaptors

types Tube-tube joints, elbow and T joints. Male 
and female threads for tube. Adjustable 
elbows. Wall bushing. Nuts and washers.

passes BSP, Metric.

types Swivel females, fixed males, couplings 
with interior thread and spherical. 
Flanges: flat with collar and flange nut. 

types Metal-rubber seals and copper seals in 
inches and millimetres. O-rings for flanges. 
Klingerit cardboard seals for nuts in inches.

types Straight adaptors: MF-MF, MF-HL, HL-HL
90○  adaptadors: Accesorial. 
90○ stamping adaptors: MF-MF,  
MF-HL, adjustable MF-HO.  
90○ T stamping: MF-MF-MF, MF-HL-MF 
Hollow screws: simple and double.
Threaded speherical.
Reduced nuts.

passes BSP, JIC/SAE y Metric combined.

connectors and accessories for 
HydrowasHer pipes

low pressure connectors

types Swivel nuts, fixed males, adaptors, swivel 
connectors, smooth and ribbed grips 
(black and blue).

passes BSP, Metric.

types Swivel nuts and fixed males with tapered 
base and flat base. Tubular and spherical. 
Swivel nuts and fixed males with tapered 
base of brass.  
Swivel nuts and fixed males in brass. For 
toilet and heater. Gas connectors.

passes BSP, Metric and special for gas.

Hydraulic accessories and connectors
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quick connectors and ValVes

Hydraulic oil

pressure and Vacuum gauges

types Quick release couplings ISO 7241-1 series 
A. Ball coupling IR ISO/DIN 5675. Brass 
quick release coupling ISO 7241 series B. 
Couplings for flat face. Couplings for bath. 
Guards for quick couplings. Check valves. 
Valves with two and three directions.

passes BSP.

types Vertical and rear gauges with glycerin of 
63 mm. in diameter. Scales from -1 to 400 
bar of pressure.

passes BSP.

Hydraulic oil in the qualities of 
HLP46 and HLP68 in 5 litre and  
20 litre formats. 

assembly and repair of metallic Hoses

types  

1. For water pumps
2. For diesel
3. For the toilet and heater
4. For gas
5. For temperature (silicone, Teflon and corrugated stain-

less)
6. R1T, R2T, R9R, 4SH
7. Assembly of reusable R5 metallic hoses
8. Thermoplastics
9. For gauges
10. For air conditioning

In our workshop, we manufacture metallic hoses of low,  
medium and high pressure following the specifications of 
our clients; we also avail of repair services.
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rubber and silicone sHeets

note Sheets with various textile inserts and metallic inserts are available upon request.

sHeet of common black rubber

Thickness mm. Roll mts.
1 20

1,5 20

2 20

3 10

4 10

5 10

6 10

8 10

10 5

15 5

20 5

30 5

Sheet of SBR rubber, ideal for the manufacture of seals in general. Not recommended for oils, hydrocarbons, solvents or for 
concentrated acids and bases. 

 weigHt  1,49 gr/cm3 
 Hardness  65 SH
 temperature  From -25○C to +70○C 
 roll widtH  1400 mm.

sHeet of black common rubber witH textile

Thickness mm. Roll mts.

1,5 20

2 20

3 10

4 10

5 10

6 10

8 10

10 5

15 5

20 5

30 5

Sheet of SBR rubber with a textile insert, ideal for the manufacture of seals in general where pressure is extreme.  
Not recommended for oils, hydrocarbons, solvents or for concentrated acids and bases. 

 weigHt  1,49 gr/cm3 
 Hardness  65 SH
 temperature  From -25○C to +70○C 
 roll widtH  1400 mm.
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CODE BA808

CODE BA618

SHeeT of non-ToxiC wHiTe niTRile

sHeet of nitrile

Thickness mm. Roll mts.
1 10

2 10

3 10

4 10

5 10

6 10

8 10

10 5

15 5

20 5

25 5

30 5

Sheet of NBR rubber in white colour, ideal for the food industry as an economical substitute for the sheet of silicone.
Resistant to edible oils and fats.

Sheet of NBR rubber in black colour with good resistance to oils, hydrocarbons and solvents. Moderated resistance to diluted 
acids and bases and not recommended for concentrated acids and bases or ozone. 

 weigHt  1,55 gr/cm3 
 Hardness  65 SH
 temperature  From -45○C to +90○C 
 roll widtH  1400 mm.

Thickness mm. Roll mts.
1 20

2 20

3 10

4 10

5 10

6 10

8 10

10 5

15 5

20 5

 weigHt  1,47 gr/cm3 
 Hardness  65 SH
 temperature  From -15○C to +90○C 
 roll widtH  1400 mm.

CODE BA662

CODE BA630
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sHeet of natural Virgin rubber

sHeet of neoprene

Thickness mm. Roll mts.
1 20

1,5 20

2 20

3 10

4 10

5 10

6 10

8 10

10 5

15 5

20 5

30 5

35 5

Sheet of NR rubber in brown colour, resistant to shock, tearing and friction. Excellent resistance to diluted acids and bases.

Sheet of CR rubber in black colour with good resistance to abrasion and moderate resistance to oils, hydrocarbons  
and solvents, as well as to concentrated acids and bases. It does not spread flames and is resistant to inorganic  
chemical products.

 weigHt  1 gr/cm3 
 Hardness  43 SH
 temperature  From -40○C to +80○C 
 roll widtH  1400 mm.

Thickness mm. Roll mts.
1 10

2 10

3 10

4 10

5 10

6 10

8 10

10 5

15 5

20 5

 weigHt  1,45 gr/cm3 
 Hardness  60 SH
 temperature  From -30○C to +90○C 
 roll widtH  1400 mm.

sHeet of silicone

sHeet of epdm rubber

Thickness mm. Roll mts.
1 10

2 10

3 10

4 10

5 10

6 10

8 5

10 5

Thickness mm. Roll mts.
1 10

2 10

3 10

4 10

5 10

6 10

8 10

10 5

15 5

20 5

Sheet of semi-transparent silicone with excellent temperature resistance, good electrical isolation, non-toxic and suitable for 
food use. Manufactured in accordance with FDA standards.

Sheet of EPDM (Ethylene Propylene Diene) in black colour with excellent resistance to ageing, ozone and to numerous  
corrosive chemical products. Excellent electrical properties and stable for radiation.

 weigHt  1,2 gr/cm3 
 Hardness  60 SH
 temperature  From -50○C to +200○C 
 roll widtH  1200 mm.

 weigHt  1,55 gr/cm3 
 Hardness  60 SH
 temperature  From -45○C to +120○C 
 roll widtH  1400 mm.

CODE BA710CODE BA721

CODE BAS65CODE BA499
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sHeet of Viton fluorocarbon rubber

SHeeT of gReen abRaSion-ReSiSTanT RUbbeR

Thickness mm. Roll mts.
1 10

2 10

3 10

4 10

5 10

6 10

10 5

Sheet of FKM rubber in black colour. With excellent resistance to temperature and to 90% of high concentration acids.  

Sheet of NR rubber in green colour. Particularly indicated for use in loading rails or aprons in conveyor belts. It is cut to  
measure in accordance with the client’s specifications.

 weigHt  1,90 gr/cm3 
 Hardness  70 SH
 temperature  From -35○C to +140○C 
 roll widtH  1400 mm.

Thickness mm. Roll mts.
8 10

10 10

12 10

 weigHt  1,20 gr/cm3 
 Hardness  50 SH
 temperature  From -40○C to +80○C 
 roll widtH  1400 mm.

sHeet of red spongy rubber

polyuretHane

Thickness mm. Roll mts.
3 3

4 3

5 3

6 3

8 3

10 3

12 3

15 3

20 3

25 3

30 3

35 3

plates 
Surface mm. Thickness mm.

500x1000 From 1 to 10

500x3000 From 1 to 10

1000x4000 From 1 to 10

bars 
Length mm. Diameter mm.

250 From 12 to 250

500 From 12 to 250

1000 From 12 to 250

Sheet of spongy EPDM rubber in a red colour. It has good resistance to atmospheric agents and to various chemical products.
It is a good thermal and acoustic insulator.

Polyurethane is an elastomer with excellent mechanical properties. It has high resistance to atmospheric agents, greases,  
oils and abrasion. 

 Hardness  30 SH
 temperature  60○C 
 roll widtH  1000 mm.

 Hardnesss  80-90-95 SH
 weigHt  1,05 gr/cm3 

CODE BV5CODE BA570

CODE BC227CODE BA737

note Upon request, other types of rubber can be supplied, as well as 
special die-cut pieces.
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rubber paVements

circle paVement

square paVement

ring paVement

Width mm. Roll mts. Thickness mm. Code
1000 15 3 BB09510003

1250 15 3 BB09512003

1500 10 3 BB09515003

Width mm. Roll mts. Thickness mm. Code
1000 10 8 BB1007K8

Width mm. Roll mts. Thickness mm. Variety Code
914 914 19 Antifatiga BB600016

1500 1000 22 Cerrado BB6000220

1500 1000 22 Abierto BB6000221

Pavement of black SBR rubber, ideal for covering multiple types of surfaces. Upon request, it can be supplied in colours other 
than black (grey, blue, green, etc).

Pavement of black SBR rubber, anti-slip and ideal for covering transit surfaces in stables, livestock transport trucks, etc.

Pavement of black SBR rubber, isolating and with high damping capacity. Open or closed, it permits easy dismantling and 
cleaning. The open variety is developed for auto-drainage and is particularly recommended for wet areas such as swimming 
pools. The anti-fatigue variety is ideal for places of work, it reduces tiredness and contributes to increased productivity. 
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triangular paVement

rectangular paVement

brusH paVement

Width mm. Roll mts. Thickness mm. Code
1250 15 3 BB300005

Width mm. Roll mts. Thickness mm. Code
1400 10 2,5 BB300010

Width mm. Roll mts. Thickness mm. Code
1000 8 16 BB575010

Pavement of black SBR rubber with textile insert that contributes good sound isolation and excellent properties of vibration 
damping. Provides a good surface for handling merchandise and is resistant to wear.

Pavement of black SBR rubber with textile insert that contributes good sound isolation and excellent properties of vibration 
damping. Provides a good surface for handling merchandise and is resistant to wear.

Pavement of black SBR rubber composed of flexible rubber fingers that guarantee the cleanliness of the soles of footwear.  
It is anti-slip and easy to step on. Particularly effective in areas of high traffic such as entries to public establishments.

pyramid paVement

Width mm. Roll mts. Thickness mm. Code
1000 10 3 BB576005

Pavement of black SBR rubber, anti-slip, ideal for covering all types of surfaces.
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bars and cords

silicone bar

Bar made of silicone, non-toxic and suitable for food use. High resistance to temperature.

 temperature  -50○C to +200○C 
 Hardness  60 SH 

 temperature  -50○C to +200○C 
 Hardness  60 SH 

 temperature  -40○C to +70○C 
 Hardness  25 SH 

silicone cord
Cord made of silicone, non-toxic and suitable for food use. High resistance to temperature.
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grey bar

Bar made of spongy rubber in grey colour. Ideal for sealing hatches, tanks and isolation in general.

Width: from 3 mm. to 30 mm.
Thickness: from 3 mm. to 30 mm.

Width: from 10 mm. to 100 mm.
Thickness: from 2 mm. to 30 mm.

Width: from 10 mm. to 100 mm.
Thickness: from 2 mm. to 30 mm.

Diameters: from 1,5 mm. to 30 mm.

adH rubber bar

Bar which is adhesive on one side, made of black spongy rubber. Ideal for sealing, tanks and isolation in general.

 temperature  -40○C to +70○C 
 Hardness  25 SH 

neoprene sponge cord

cordÓn nbr

Cord of spongy neoprene rubber, ideal for watertight seals.

Cord of nitrile rubber, ideal for watertight seals where resistance to oils or gasoline is required.

Diameter mm. Roll mts.
3 750

4 1000

5 750

6 500

7 500

8 500

10 50

12 50

15 50

20 25

25 25

Diameter mm. Roll mts.
4 100

6 100

7 100

8 100

10 100

12 50

15 50

20 25

 temperature  -40○C to +80○C 
 Hardness  25 SH 

 temperature  -40○C to +110○C 
 Hardness  60 SH 

note Upon request, other types of rubber can be supplied, as well as special  
die-cut pieces.

CODE BS050

CODE BC215

CODE BC520

CODE BN150

CODE BS137

CODE BC207
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wax paper

eco200 sHeet

grapHite sHeet

 temperature  +120○C
 tHickness  From 0,2 to 3 mm.
 roll widtH  1000 mm.

 temperature  +180○C
 tHickness  From 0,5 to 5 mm.
 dimensions  1350x1500 mm.

 temperature  +350○C
 tHickness  From 0,5 to 5 mm.
 dimensions  1350x1500 mm.

Packing with braids of cotton threads, impregnated with 
treated grease in order to avoid the loss of properties.  
Supplied in full rolls.

Diameter mm.
5

6

8

10

12

14

16

18

greased cotton packing

 temperature  -20○C to +120○C
 pressure  10 bar

Sheet of wax paper in brown colour, ideal for the manufacture of seals.

Compressed fibreboard sheet in green colour, ideal for the manufacture of seals,  
free from asbestos, resistant to high temperatures and to a working temperature  
of 40 bars.

Compressed fibreboard sheet in black colour with graphite finish, ideal for manu-
facturing seals, free from asbestos, resistant to high temperatures and to a working 
pressure of 80 bars.

ECO
OIL

ECO
200

ECO
500

ECO
OIL

ECO
200

ECO
500

ECO
OIL

ECO
200

ECO
500
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Cord with fibreglass braid, treated for high temperatures. 
Supplied in full rolls.

Braided fibreglass tape, treated for high temperatures.  
Supplied in full rolls.

Diameter mm.
3

4

5

6

8

10

12

14

16

20

Width mm.
20

30

40

50

60

70

80

90

100

120

150

200

fibreglass cord

fibreglass tape

 temperature  +600○C

 temperature  +600○C

waterproofing

CODE BL400

CODE BD089

CODE BD080

CODE BD073

CODE BE311

CODE BE312



175174

Te
ch

ni
ca

l p
la

sti
cs

tecHnical plastics

metHacrylate

rigid teflon

Methacrylate is a hard but brittle thermoplastic with good resistance to abrasion and UV rays. It is ideal for use in pieces  
of decoration, signage, spyholes, lenses, enclosures, display cases, etc.

PTFE (Polytetrafluoroethylene) is a polymer with chemical, thermal, mechanical and electrical properties that are capable 
of satisfying the most demanding requirements in the industry. It is anti-adherent, resistant to almost all chemical products, 
inflammable and has excellent dielectric properties. It is ideal for use with valves and hydraulics. It is particularly used in the 
chemical, petrochemical and pharmaceutical industry.

tube
Length: 2000 mm.
Exterior diameter: from 7 mm. to 300 mm.

round bar
Length: 2000 mm.
Diameters: from 8 mm. to 150 mm.

sHeets
Surface: 3050x2050 mm.
Thickness: from 2 mm. to 40 mm.

film
Width: 600 mm./1000 mm./1200 mm.
Thickness: from 0,1 mm. to 3 mm.

bar
Length: 1000 mm./2000 mm.
Diameters: from 4 mm. to 300 mm.

sHeets
Surface: 600x600 mm./ 1000x1000 mm./  
           1200x1200 mm.
Thickness: from 2 mm. to 100 mm.

 weigHt  1,20 g/cm3 
 temperature  -40○C to +100○C  

 weigHt  2,18 g/cm3 
 temperature  -180○C to +260○C  
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polyamide

flexible PVC (PolyVinyl CHloRide)

Rigid PVC (PolyVinyl CHloRide)

Polyamide is a very ductile and durable thermoplastic, with high resistance to oils, grease, solvents and other  
chemical products. In industry, it substitutes materials such as metals, wood and glass. It is ideal for use in gearwheels, 
augers, screws, gas tanks, sprockets, sliding rails, etc.

PVC is a transparent thermoplastic that is characteristic for its high flexibility. It is idea for manufacturing curtain panels and 
flexible doors. Upon request, we can supply the anti-cold variety for the isolation of refrigerated chambers.

PVC  is a thermoplastic with good mechanical properties and high resistance to chemical agents. It is ideal for use in valves, 
water deposits and chemical components, tubes for the passage of fluids and pieces for machinery. It is particularly used in 
the chemical and petrochemical industry.

film
Width: 1000 mm.
Thickness: from 0,3 mm. to 1,5 mm.

bars
Length: 1000 mm./3000 mm.
Diameters: from 5 mm. to 300 mm.

sHeets
Surface: 2000x1000 mm.
Thickness: from 2 mm. to 150 mm.

dimensions
Width: 200 mm./300 mm./1200 mm./1500 mm.
Thickness: from 1 mm. to 5 mm.

round bar
Length: 1000 mm./2000 mm.
Diameters: from 6 mm. to 300 mm.

square bar
Length: 1000 mm./2000 mm.
Sides: from 8 mm. to 60 mm.

sHeets
Surface: 2000x1000 mm./ 3000x1500 mm.
Thickness: from 1 mm. to 50 mm.

 weigHt  1,15 g/cm3 
 temperature  -40○C to +120○C    

 weigHt  1,24 g/cm3 
 temperature  0○C to +60○C 

 weigHt  1,42 g/cm3 
 temperature  0○C to +60○C  

CODE BP110

CODE JN25

CODE BP112

CODE BP100

CODE BP200
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teflon tape

Teflon tape is ideal for all types of threaded connectors in order to achieve total watertightness.

Thickness mm. Width mm. Length mts. Code
0,2 19 12 JA400TFL03

0,75 12 15 JA400TFL01

note Upon request, other technical plastics can be supplied such as PET, polyethylene, polypropylene, 
polycarbonate, PVDF, etc.
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obserVaciones

This catalogue is a comprehensive summary of the products that we offer. If you do not find a product that you 
are looking for, please contact our technical-commercial department.

Upon request, all types of special hoses can be manufactured.

The technical characteristics contained in this catalogue may be subject to change without prior warning.

Minimum order, transport conditions and payment conditions can be consulted with the company or with your 
local agent.

tecniman
Técnica y mantenimiento, S.a.

Camino del fus, 59
46470 massanassa, Valencia (spain)

tel. 961 25 30 55
fax 961 25 00 45

info@tecniman.es
pedidos@tecniman.es

hidraulica@tecniman.es
www.tecniman.es

 
 
 
 
 


