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ø Interior inches ø Interior mm ø Outside mm  Working pressure Bursting pressure radius of curvature mm  Code

 3/4” 19 32.2 420 1680 280 RCVMAN0412

1” 25.4 38.7 380 1520 340 RCVMAN0416

1 1/4” 31.8 45.5 325 1300 460 RCVMAN0420

1 1/2 38.1 53.5 290 1160 560 RCVMAN0424

2” 50.8 68.1 250 1000 700 RCVMAN0432

CHARACTERISTICS
Hose with fire-resistant and chemically inert smooth Teflon inner 
cover and 304 stainless steel mesh outer cover.

APPLICATIONS

Hose ideal for transporting corrosive chemicals, food and 
pharmaceutical products, as well as steam passage, cryogenic gas 
discharge and air compressors. Suitable for food use according to 
FDA regulations.

TEMPERATURES From -70ºC to +260ºC

ø Interior 
inches ø Interior mm Thickness 

PTFE mm  ø Outside mm  Pressure
bar job

Pressure 
bar breakage

Radio 
curvature mm  Code

 3/16” 4.8 0.7 7.4 200 800 35 RCVMAN0803

 1/4” 6.4 0.7 9 175 700 45 RCVMAN0804

5/16” 7.9 0.7 10.8 150 600 50 RCVMAN0805

 3/8” 9.5 0.7 12.4 135 540 55 RCVMAN0806

 1/2” 12.7 0.7 15.7 120 480 70 RCVMAN0808

3/4” 19 0.8 22.2 90 360 190 RCVMAN0812

1” 25 0.8 29.3 65 260 270 RCVMAN0816

PTFE SMOOTH WITH STAINLESS STEEL MESH
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CHARACTERISTICS

Hose with inner cover of black synthetic rubber resistant to 
hydraulic oil and outer cover of black synthetic rubber resistant to 
oil, abrasion and weathering. It is also reinforced with four metal 
meshes.

APPLICATIONS
Hose ideal for use in very high pressure lines. Suitable for petroleum-
based fluids, water, and for oils and lubricants.

TEMPERATURES From -40ºC to +100ºC, up to +125ºC in discontinuous use.

EN-856 4SH


