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ø Interior mm ø Outside mm  Working pressure Roll m Code

4 9 7 25 AI363004

6.35 12.3 7 25 AI363006

7.93 15 7 10 AI363008

9.52 16.6 7 25 AI363010

12.7 20.3 8 25 AI363012

16 24 8 25 AI363016

19 28 8 25 AI363019

22.2 31.3 8 10 AI363022

25 35 8 25 AI363025

32 42 8 25 AI363030

38 48 5 25 AI363038

NOTE: The SIL MESHED hose can be supplied in sections with free ends or fitted with stainless steel fittings CLAMP, SMS, DIN 11851, GAS, 
etc.

ø Interior mm ø Outside mm  Roll m Code

From 1 to 35 From 0.5 thickness 25 AS300

For more information about our catalog, please visit www.tecniman.es
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CHARACTERISTICS
Translucent hose constructed of platinum or peroxide cured FDA 
silicone and reinforced with polyester yarn.

APPLICATIONS

Hose ideal for pumping liquid and semi-liquid products in the 
food, pharmaceutical, cosmetic and chemical industries, when a 
high degree of aseptic quality is required in compliance with FDA 
standards.

TEMPERATURES From -60ºC to +200ºC

MESHED SILICONE

EXTRUDED SILICON

CHARACTERISTICS
Translucent hose constructed by extrusion in non-toxic silicone, with 
insulating and non-stick properties. 

APPLICATIONS
Hose ideal for pumping transport in a wide variety of applications in 
the food industry. Complies with FDA and BfR food standards. 

TEMPERATURES From -60ºC to +200ºC


