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ø Interior mm ø Outside mm  Weight kg/m Working pressure Bursting pressure Roll m Code

6 13 0.17 20 60 100 AP971006013

8 16 0.21 20 60 100 AP971008016

10 18 0.23 20 60 100 AP971010018

13 23 0.29 20 60 50 AP971013023

16 26 0.33 20 60 50 AP971016026

19 30 0.60 20 60 50 AP971019030

25 36 0.80 20 60 50 AP971025036

CHARACTERISTICS
Blue synthetic rubber hose manufactured continuously, with high 
tenacity textile reinforcement. Resistant to incandescent particles, 
hot surfaces, weathering, ozone, and abrasion.

APPLICATIONS
Hose ideal for oxyacetylene welding and cutting tasks. 
Manufactured under ISO3821 standard.

TEMPERATURES From -20ºC to +80ºC

OXYGEN-20

CHARACTERISTICS
Red hose made of continuous synthetic rubber, with high tenacity 
textile reinforcement. Resistant to incandescent particles, hot 
surfaces, weathering, ozone, and abrasion.

APPLICATIONS
Hose ideal for oxyacetylene welding and cutting tasks. 
Manufactured under ISO3821 standard.

TEMPERATURES From -20ºC to +80ºC

ø Interior mm ø Outside mm  Weight kg/m Working pressure Bursting pressure Roll m Code

6 13 0.17 20 60 100 AP972006014

9 16 0.21 20 60 100 AP972009016

13 23 0.30 20 60 100 AP972013023

16 26 0.34 20 60 100 AP972016026

19 30 0.60 20 60 50 AP972019030

25 36 0.83 20 60 50 AP972025036

ACETYLENE-20


