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NW stainless steel fittings are manufactured according to DIN 11851 standards, suitable for use in the food, chemical and pharmaceutical 
industries. The thread complies with DIN 405/1 standard.
 

MATERIALS SS316 SS304

DIN 11851 NW FITTINGS

DN

15

20

25

32

40

50

65

80

100

DN

15

20

25

32

40

50

65

80

100

DIN 11851 - MALE WELDING DIN 11851 - WELDING BUSHING

CODE CB271 CODE CB272

DN Spike mm

15 13

20 19

25 25

32 32

40 38

40 40

50 50

65 63

80 75

100 100

DIN 11851 - MALE WITH SMOOTH 
SHANK AND RETAINING RING

CODE FIC1131

DN Spike mm

15 13

20 19

25 25

32 32

40 38

40 40

50 50

65 63

80 75

100 100

DIN 11851 - TAP WITH TOOTHED PIN 
AND LOCKING RING

CODE FIC1121

DN Spike mm

15 13

20 19

25 25

32 32

40 38

40 40

50 50

65 63

80 75

100 100

DIN 11851 - BUSHING WITH SMOOTH 
PIN AND LOCKING RING

CODE FIC1130

DN Spike mm

15 13

20 19

25 25

32 32

40 38

40 40

50 50

65 63

80 75

100 100

DIN 11851 - BUSHING WITH TOOTHED 
PIN AND LOCKING RING

CODE FIC1120
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DN

25

32

40

50

65

80

100

DIN 11851 - NUT WITH SIGHT GLASS

CODE CB280

di x dE Spike mm

28.5 x 33.7 25

37.2 x 42.4 32

43.1 x 48.3 38

54.5 x 60.3 50

70.3 x 76.1 63

82.5 x 88.9 75

107.1 x 114.3 100

159.3 x 168.3 150

208.9 x 219.1 200

DIN 11851 - WELDING PIN WITH RE-
TAINING RING

CODE CB249A

DN

20

25

32

40

50

65

80

100

DIN 11851 - MALE THREADED PLUG

CODE CB279

DN

15

20

25

30

40

50

65

80

100

DIN 11851 - SS304 BLIND NUT WITH 
PIVOT

CODE CB276

DN

15

20

25

32

40

50

65

80

100

DIN 11851 - SS304 NUT

CODE CB273

DN

18

22

28

34

40

52

63

70

85

104

129

154

FOOD-GRADE CLAMP DIN

CODE FIC422
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DN

25

40

50

65

80

100

DIN WELD-ON MALE CHECK VALVE

CODE CI2936

DN

25

40

50

65

80

100

DIN SS CHECK VALVE

CODE CI2935

DN

25

40

50

65

80

100

TUBULAR SIGHT PEEPHOLE DIN SS

CODE FIC300

NOTE: Other types of DIN 11851 fittings such as elbows, reducers, converters, etc. can be supplied upon request.

DN

15

20

25

32

40

50

65

80

100

DIN 11851 - LIP SEAL FOR MALE NW

CODE  
EPDM CB2740
NBR CB2748
Viton CB2749
Silicone CB2745
Silicone nut flat CB2752

LIPSTICK FOR MALE NW 


