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KAMLOCK FITTINGS

Fittings specially designed for use in applications with chemical and powdery products, hydrocarbons, gunite, paints, bitumen, tar, etc. at a

nominal pressure of 17 bar.

MATERIALS ‘

KAMLOCK - TYPE A

DN
172"

3/4"

11/2

CODE 21/2
Aluminum CD290 3
Stainless steel CD326

Polypropylene CD344

Bronze CD308 5

KAMLOCK - TYPED

1
2 )
j"’ 11/4"

CODE 212
Aluminum CD292 3
Stainless steel CD328 P
Polypropylene CD346

Bronze CD310 o

KAMLOCK - DC TYPE

DN

1/2"

3/4"
-

i~ 11/4"

=
11/2
>
CODE 212
Aluminum CD300 3
Stainless steel CD3438 P
Polypropylene CD354

Bronze CD324 o

Aluminum

11/4"

‘ Stainless steel

KAMLOCK - TYPE B

DN
72"
3/4"
1
11/4"
1172
o
CODE 21/2
Aluminum CD296 3
Stainless steel CD332 o
Polypropylene CD350
Bronze CD314 5

KAMLOCK - TYPE E

DN
172"
3/4"
"
11/4"
1172
>
CODE 2
Aluminum CD302 3
Stainless steel CD338 v
Polypropylene CD356
Bronze CD320 5"

KAMLOCK - DP TYPE

DN
72"
3/4"
1
11/4"
1172
>
CODE 2172
Aluminum CD298 3
Stainless steel CD3430 o
Polypropylene CD352
Bronze CD325 3’

Polypropylene Bronze

KAMLOCK - TYPE C

DN
172"
3/4"
"
11/4"
11/2
>
CODE 212
Aluminum CD304 3
Stainless steel CD340 e
Polypropylene CD358
Bronze CD322 5
.
DN
172"
3/4"
"
11/4"
11/2
>
CODE 212
Aluminum CD29%4 3
Stainless steel CD330 e
Polypropylene CD348
Bronze CD312 5



KAMLOCK SECURITY -

TYPEB

KAMLOCK SECURITY - DC

TYPE

DN DN DN
Q 12" 1172 \\ 1/2"-3/4"
= A 3/4" 2 i
Fe ‘: R 1 2172 © 11/4"-21/2"
- ’ 11/4" 3" 3.5
1172 4 6"
2y 6
CODE 212 CODE CODE
Stainless steel CD385 3 Aluminum CD305 Stainless steel CD368
P
o
&
KAMLOCK - TYPE E WITH KAMLOCK - TYPE C WITH KAMLOCK - JOINTS
SAFETY RING SAFETY RING
DN DN DN
3/4" 3/4" 172"
1 1 3/4"
11/4" 11/4" 1"
1172 1172 11/4"
2 2 1172
33 3% o
CODE il CODE & CODE 2172
Stainless steel Stainless steel NBR DA326 3
Smooth spike CD4541 Smooth spike CD4521 EPDM DA330 -
Splined spike CD4540 Ribbed spike CD4520 Viton DA306
PTFE DA350 3
PTFE/BUNA DA324 6

KAMLOCK SECURITY -

TYPEC
@ v

,
¢ [ 3 -
| @
1172

v

1172 1172 g

2 2 2 E

=

CODE 2172 CODE 2172 CODE 2172 —6
Stainless steel CD379 3 Stainless steel: 3" Stainless steel CD381 3 Ke)
1S

T

N4

Smooth spike CD400
Striated spike CD380

ROTATING KAMLOCK -

TYPE C

KAMLOCK SECURITY -
TYPED

KAMLOCK - LEVERS

PTFE/Viton DA355
FEP/Silicone DA325
Silicone FDA DA323
EPDM FDA DA328

MATERIALS NBR, EPDM, Viton, PTFE, PTFE/
BUNA, PTFE/Viton, FEP/Silicone, FDA Silicone
and FDA EPDM.

For more information about our catalog, please visit www.tecniman.es



