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SMS FITTINGS
SMS stainless steel fittings are manufactured according to standard 1145, suitable for use in the food, chemical and pharmaceutical 
industries. The thread complies with DIN 405/1 standard.
 

MATERIALS SS316 SS304

DN

25

38

50

63

76

104

DN

25

38

50

63

76

104

SMS - MALE TO WELD SMS- WELDING BUSHING

CODE FIC1611

DN ø Spike mm

25 25

32 30

38 38

51 51

63 63

76 76

104 101

SMS - MALE WITH STRIPED SPIKE

CODE FIC1630

DN ø Spike mm

25 25

32 32

38 38

51 51

63 63

76 76

104 100

SMS - FERRULE WITH RIDGETED SPIGOT

CODE FIC1620

CODE FIC1612

DN

25

38

50

63

76

104

SMS - BLIND NUT

SMS - KEY

DN

25

38

50

63

76

104

SMS - NUT

CODE FIC1603 CODE FIC1623

CODE CC600160

DN

25

38

50

63

76

104

SMS - BOARD

CODE  
EPDM FIC1608
NBR FIC1609
Viton FIC16010

DN

25

38

50

63

76

104

SMS - 304 HEX CLAMP

CODE FIC433

MATERIALS Stainless steel

SM
S 

fit
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