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TW connection fittings are manufactured according to DIN 28450 standard at a working pressure of 16 bar, suitable for loading and unload-
ing petroleum, chemicals and food products.  
 

MATERIALS Aluminum Bronze Stainless steel

TANKWAGEN FITTINGS (TW)

TW - FEMALE MK TW - MACHO VK

DN mm Female thread inches

50 2”

80 3”

100 4”

DN mm Female thread inches

50 1 1/2

50 2”

80 3”

100 4”

CODE  
Stainless steel CG3000100 Bronze 
CG3000000

TW - VK MALE WITH SERRATED SPIGOT 
FOR SAFETY CLAMP

DN mm Spike mm

50 50

80 76

CODE  
Stainless steel CG3010101 Bronze CG3010000

TW FEMALE MK WITH LEVER 
SECURITY

DN mm Female thread inches

50 2”

80 3”

CODE  
Stainless steel CG3000102 Bronze 
CG3000002

TW FEMALE MK WITH SERRATED SPIGOT 
FOR SAFETY CLAMP

DN mm Spike mm

50 50

80 76

CODE  
Stainless steel CG3020102 Bronze CG3020002

TW - MK FEMALE WITH 90º LEVER

DN mm Female thread inches

50 2”

80 3”

CODE  
Stainless steel CG3020102 Bronze CG3020002

CODE  
Stainless steel CG3010100 Bronze 
CG3010000

MATERIALS Stainless steel, Bronze 

MATERIALS Stainless steel, Bronze MATERIALS Stainless steel, Bronze

MATERIALS Stainless steel, Bronze 
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TW - MALE THREADED TERMINAL  

Spike mm Male thread inches

13 1/2”

19 3/4”

19 1”

25 1”

32 1 1/4”

38 1 1/2

50 2”

63 2 1/2

75 3”

80 3”

100 4”

CODE  
Stainless steel 
CG525 grooved reed, CG530 
smooth bronze reed
Fluted bronze cane CG524

TW FEMALE MK WITH MALE THREAD

DN mm Male thread inches

50 2”

80 3”

CODE  
CG3020001

TW - FEMALE THREADED TERMINAL  

Spike mm Female thread inches

13 1/2”

19 3/4”

25 1”

32 1 1/4”

32 2”

38 1 1/2

50 2”

63 1 1/2

75 3”

100 4”

CODE  
Stainless steel 
CG523 grooved cane
Smooth cane bronze CG526
Fluted bronze cane CG522

TW - VB TYPE PLUG FOR MK

DN mm

50

80

100

CODE  
Aluminum CG30403
Stainless steel CG30401 
Bronze CG30400

MATERIALS Stainless steel, Aluminum, Bronze

NOTE Available with BSPP and NPT threads
MATERIALS Stainless steel, Bronze

NOTE Available with BSPP and NPT threads
MATERIALS Stainless steel, Bronze

TW - MB TYPE PLUG FOR VK

DN mm

50

80

100

CODE  
Aluminum CG30303
Stainless steel CG30301 
Bronze CG30300

MATERIALS Stainless steel, Aluminum, Bronze

TW - MB TYPE CAP WITH LEVER

DN mm

50

80

100

CODE  
CG30303

MATERIALS Polypropylene 



123

TW - FLAT KEY

DN mm DN mm Material

50 100 AISI 304

80 100 Steel

CODE  
CG305

MATERIALS AISI 304, Steel

TW - CHAIN

CODE  
CG306

MATERIALS Bronze, Stainless Steel

TW - GASKET FOR FEMALE THREAD VK 
AND MK

Female thread inches

1/2”

3/4”

1”

1 1/4”

1 1/2

2”

3”

4”

CODE  
PTFE DA723
PU DA725
NBR RG148

 PTFE, PU, NBR MATERIALS

TW - GASKET FOR MB COVER

DN

50

80

100

CODE  
NBR black DA714
Viton DA717 
Green Hypalon DA716

NOTE DN100 non-labial o-ring gasket

MATERIALS NBR, Viton, Hypalon

TW - VB TYPE CAP WITH LEVER

DN mm

50

80

100

CODE  
CG30403

MATERIALS Polypropylene

For more information about our catalog, please visit www.tecniman.es
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TW - BOARD FOR MK

DN

50

80

100

CODE  
Blue NBR DA710
Viton DA711 
Green Hypalon DA712

MATERIALS NBR, Viton, Hypalon

NOTE DN100 non-labial o-ring gasket


