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POINTS, SPEARS AND NOZZLES

Female thread inches

3/8”

1/2”

3/4”

Female thread inches

1/2”

DN Female thread inches

25 1”

45 1 1/2

DN Male thread inches

25 1”

45 1 1/2

70 2 1/2

Inch thread ø Spike mm  

3/4” 20/25

IRRIGATION TIP WITH FEMALE 
THREAD

WATER GUN

AMERICAN SPEAR GERMAN LANCE 3 EFFECTS

ADJUSTABLE IRRIGATION TIP

CODE CF105

CODE 
Brass and rubber JA096012
Stainless steel and rubber 

CODE 
PVC CH1500
Aluminum CH1520

CODE CH1521

CODE CF107

MATERIALS Brass
APPLICATION Water

MATERIALS Brass
APPLICATION Water

MATERIALS Brass, Stainless Steel, Rubber
APPLICATION Hot water

MATERIALS PVC, Aluminum
APPLICATION Firefighting

MATERIALS Aluminum
APPLICATION Firefighting

MATERIALS Brass
APPLICATION Water

IRRIGATION TIP WITH SPIKE

CODE CF110

ø Spike mm

20

25
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Female thread inches ø Ext. mouth mm  Max flow rate

1” 25 60 l/min.

MANUAL NOZZLE WITH FEMALE 
THREAD

CODE CG293102000 MATERIALS Aluminum
APPLICATION Fuel passage

NOTE: Other nozzle models are available upon request.

Color Liquid Bar Cannula P.M Code

Black Non-corrosive 5 1” 3/4” CG293110307

Black Non-corrosive 5 1” 1” CG293110310

AdBlue White Non-corrosive 5 1” 3/4” CG293110407

AdBlue White Non-corrosive 5 1” 1” CG293110410

AdBlue White Corrosive 5 3/4” 3/4” CG293110507

AdBlue White Corrosive 5 3/4” 1” CG293110510

AdBlue Blue Corrosive 5 3/4” 3/4” CG293110607

AdBlue Red Corrosive 5 3/4” 3/4” CG293110707

MANUAL NOZZLES IN POLYPROPYL-
ENE

Female thread inches ø Ext. mouth mm  Max flow rate

1” 27 60 l/min.

AUTOMATIC NOZZLE WITH FEMALE 
THREAD

CODE CG293050610 MATERIALS PVC, Aluminum
APPLICATION Fuel passage


