UMT fittings

UMT FITTINGS

UMT fittings are suitable for general use in agriculture, industry, construction, etc.

MATERIALS ‘ Stainless steel

UMT MALE FOR HOSE

Closure type
50
50
50

50

70
70
CODE 70
Galvanized iron CB534 89
Stainless steel CB704 89
108
108
133

159

‘ Galvanized iron

Hose diameter (mm)
35
40
45
50
60
70
75
80
20
100
110
125

150

MALE UMT MALE THREAD

Male thread inches

11/2

Closure type
50
50
70
89
108
133
CODE 159
Galvanized iron CB536
Stainless steel CB706
UMT BOARD
Closure type
50
70
89
108

133

159

CODE DA510

UMT MALE PLUG

CODE
Galvanized iron CB541
Stainless steel CB709

UMT FEMALE FOR HOSE

Closure type
50
50
50

50

70
70
CODE 2
Galvanized iron CB533 89
Stainless steel CB703 89
108
108

133

159

Hose diameter (mm)
35
40
45
50
60
70
75
80
90
100
110
125

150

FEMALE UMT MALE THREAD

Closure type
50
50
70
89

108

133

CODE 159

Male thread inches

1172

Galvanized iron CB535
Stainless steel CB705

Closure type
50
70 /K\’ °
8 { |
e —— 1) -~ S
108 A

133
159
CODE

Galvanized iron CB542
Stainless steel CB708

NOTE: Other figures available upon request.

UMT FEMALE PLUG

Closure type
50



